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ABSTRACT 

In previous works, Ikeda’s method was modified to be able to applicable for shallow draught cross-section as 
buttock flow stern part and barge type vessels.  In this paper, the effects of the modified Ikeda's method on 
shallow-draught vessels, which have been developed in recent years, are investigated.  Additionally, in this 
investigation, a typographical error on the formula of the eddy making component is found, the equation is 
corrected and its effects on estimation are investigated. 
Keywords: Ikeda’s method, Eddy Making component, Shallow draught Effects. 

 

1. INTRODUCTION 
It is difficult to estimate rolling accurately by 

only potential theory because roll damping is 
significantly affected by viscosity.   

Ikeda et al. (1977, 1978 and SR161 1977) 
assume that roll damping of naked hull without 
forward speed where the viscous effects are 
significant can be composed of individual wave 
making, frictional and eddy making components.  In 
the method, the wave-making component is obtained 
by potential theory, the frictional component is 
obtained by Kato's semi-empirical formula (1957), 
and the eddy making component is obtained by the 
semi-empirical formula is proposed by Ikeda et al. 
(1977, 1978 and SR161 1977) which is composed of 
the profile of hull’s pressure distribution on hull 
caused by the eddies generated by rolling and its 
maximum value. However, the method can 
underestimate the eddy making roll damping for 
shallow draught cross-section as buttock flow stern 
part and barge type vessels. Then, Katayama et 
al.(2009) modify the method to be able to make it 
applicable for cross-section with shallow draught. 

In recent years, shallow-draught vessels have 
been developed according to increasing in size.  
Then, in this paper, the effects of the modified 
Ikeda’s method for shallow draught vessels are 
investigated.  Additionally, Kashiwagi who is one of 

the authors finds a typographical error on the 
formula of the eddy making component,  in this 
study, the equation is corrected and its effects on 
estimation is investigated.  

2. CORRECTION AND MODIFICATION OF 
THE FORMULA THAT IS PROPOSED BY 
IKEDA ET AL. (1977) 

2.1 Correction of the formula 
One of the components of roll damping is the 

eddy making component, which is obtained by hull 
surface pressure distribution caused by eddies 
generated on the naked hull. 

Based on the measured results, generated 
numbers of eddies on cross-section are investigated 
and by related to the shape of the cross-section, it is 
categorized into one and two points separation, 
which are the half breadth-draught ratio H0 (=B/2d, 
B and d are breadth and draught.) and the area 
coefficient s (=S/Bd, S is the area of the section 
under waterline.).   

Figure 1 shows the measured hull surface 
pressure distribution by Ikeda et al. (1977, 1978 and 
SR161 1977).  From the results, Ikeda et al. (1977, 
1978 and SR161 1977) assume a linear variation of 
the difference of the pressure distribution between 
the right and the left sides of the hull as shown in 
Figure 2, separately to the cases of one- and two-
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points separation.  In this figure, O is on the water 
surface, G is the center of gravity, d is draught, R is 
bilge radius, and Pm is pressure coefficient at eddy 
separation points caused by rolling around G.   

 

 
Figure 1: Measured hull surface pressure distribution by 
Ikeda et al. (1977). 

 
Figure 2: Assumed profile of the difference of pressure 
distribution between right and left sides of underwater hull 
caused by rolling around G. Left figure shows simplified 
midship cross-section as the case of two-points separation. 
Right figure shows simplified bow cross-section as the case 
of one-point separation. 

 
The eddy-making damping moment MRE can be 

obtained by multiplying the hull surface pressure as 
shown in Figure 2 by the moment lever up to the roll 
axis at each point and integrating all over hull 
surface.  For the case of two-points separation, the 
eddy-making damping moment MRE for 2D cross-
section with length L becomes  
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and for the case of one-point separation, it becomes 
 

2 2
0

3 OG 11
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m
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d

å õ
= - -æ ö

ç ÷
, (2) 

 

where OG  is the distance from calm water level O 
to roll axis G, which is positive when taken 
downward. 

Details of the derivation of Equations (1) and (2) 
are shown in Ikeda et al. (1977)(1978) and SR161 
(1977).  For example, Equations (7) and (8) in Ikeda 
et al. (1977)(1978) must correspond Equation (1) 
and (2).  However, the coefficient of OG /d in 
Equation (7) and (8) in Ikeda et al. (1977)(1978) is 
taken as 1, which is incorrect.  Similarly, the same 
coefficient in Equations (9) and (10) in Ikeda et al. 
(1977)(1978) is also incorrect, and the following 
Equations (3) and (4) are corrected versions. 
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2.2 Modification of the formula by Katayama et al. 
(2009) 

In Ikeda’s method, the Lewis-form 
approximation is applied to cross-section below roll 
axis, and the separation point of eddy at the cross-
section is defined as the point where the distance r 
from the roll axis to the hull surface is the maximum 
rmax, and it is expressed as Equation (5) using Lewis-
form parameters a1 and a3. 
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where, y is Lewis argument at the point for r = rmax.  
If y is 0, the point is keel position.  However, 
Equation (5) makes a separation point error for a 
cross-section whose s is close to 1 and H0 is large, 
such as a barge type vessel, and determines that the 
separation point is the keel position (Ikeda et al., 
1993). 

Figure 3 shows the applicable range of Lewis-
form approximation, the existence range of the 
solution of y2 in Equation (5), and the boundary line 
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of the separation points proposed by Ikeda et al. 
(1977)(1978).  The shaded area in this figure shows 
the area of the cross-sectional shape that is judged to 
be the keel position (one-point separation) because 
the solution of y2 does not exist in Equation (5), even 
though the separation point is actually bilge part.  In 
other words, the distance from roll axis to the bilge 
is clearly farther than the distance from roll axis to 
the keel, then the eddy making damping moment is 
underestimated. 

Figure 4 shows the distance from roll axis to hull 
surface when H0 is changed at s = 1, with the 
horizontal axis as Lewis argument y.  The y for the 
maximum value of this curve is y2 in Equation (5).  
From this figure, it can be seen that y2 changes in 
proportion to H0, and that the solution disappears 
when H0 is too large or too small.  In order to deal 
with the case where s is close to 1 and there is no 
solution for y2 in Equation (5), the argument y2 
indicating the bilge position of rectangular cross-
section is added, and Equation (6) is used instead of 
Equation (5). 
 
 

 
Figure 3: The applicable area of Lewis form approximation 
(between line ᵑ and line ᵒ) for the area coefficient (s = S / 
Bd, S is the area of section) and the half breadth to draught 
ratio (H0 = B / 2d), the existence area of solution of y2 in 
equation (5) (upper area for line ᵔ) and the boundary line 
ᵓ of one (under area for line ᵓ) or two points separation. 

 

 

Figure 4: Relation between the distance from roll center to 
hull surface expressed by Lewis form approximation and the 
Lewis argument on the transformed unit circle. 
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where 
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However, when y = tan-1H0, the maximum flow 
velocity Vmax and the acceleration rate g are 
calculated using y1, moreover, eddy occurs only at 
one side bilge part.  This is the results of considering 
the free surface effects for shallow draught. 
 

3. TARGET VESSELS 
The type of target vessels are the PCC and 

LNGC which is used by Katayama et al. 
(2020)(2021) with an average center of gravity 
height draught ratio KG / d and a half-width draught 
ratio H0 (= B / 2d) in recent years, and the 2D model 
used by Ikeda et al. (1997) (Series 60 CB= 0.6).  
Figure 5 and Tables 1 and 2 show body plan, 
principle particulars and calculation conditions for 
the PCC and LNGC.  Tables 3 and 4 show the 
principle particulars and calculation conditions for 
the 2D model. 

 

 
Figure 5: Body plans of PCC and LNGC models. 

Table 1: Principal particulars of PCC and LNGC models. 
type of ship  PCC  LNGC  
scale  1/97.5  1/140  
overall length: LOA [m]  2.054  2.096 
breadth: B [m]  0.330  0.350  
depth: D [m]  0.351  0.193  
draught (designed full load): d [m]  0.100  0.084  
H0=B /2d 1.650  2.083  
ship mass: W[kg]  36.68  42.33  
height of the center of gravity: 
KG[m]  

0.152  0.150  

OG  = KG - d  0.052  0.066  
metacentric height GM [m]  0.0126  0.0118  
natural roll period: Tn[s]  1.96  2.20 
position of bilge keels  s.s.3.4 - 

s.s.5.6.  
s.s.3.65- 
s.s.6.45  

height of bilge keel: bBK [m]  0.0087  0.0050  
initial trim [m]: da- df 0  0  
LCG [m] from midship (+ aft) 0.0615 -0.0193 

 

Table 2: Condition for roll damping calculation at PCC and 
LNGC models. 

 PCC LNGC 
fa [deg] 5.0, 10.0, 20.0, 23.0 5.0, 10.0, 20.0, 23.0 
T [s] 1.96 2.20 

 

Table 3: Particulars of 2D model used by Ikeda et al.. 

model bilge radius sectional area 
coefficient: s 

H0=B 
/2d 

bBK 
[m] 

I Series 60 
CB=0.6, ss5 0.9770 1.232 0.010 

 

Table 4: Condition for roll damping calculation at 2D model. 
 Series 60 CB=0.6 

fa [deg] 5.0, 8.59, 10.0, 11.46, 14.32 
T [s] 1.0 

 
 

4. EFFECTS OF THE CORRECTION AND 
MODIFICATION ON EDDY MAKING 
COMPONENT 

4.1 2D model 
The calculated results of total roll damping for 

two different draughts are shown in the following. 
Figure 6 shows the results of changing the KG at 

d = 23 mm (H0 = 5.15) which is a shallow draught.  
In this figure, “corrected” shows the result of 
applying the aforementioned correction, whereas 
“modified” shows the result of applying the 
aforementioned modification in addition to the 
correction.  From this figure, it seems that the results 
have changed slightly due to correction and 
modification, but it seems negligible small.  In order 
to investigate in extenso, the ratio of “corrected” and 
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“modified” to “original” are obtained, and around 
ratio 1 is enlarged and shown in Figure 7.  The 
impacts of correction are minor in this figure; 
however, the effects of modification are obvious, 
and the effects increase as the KG decreases. 
 
 

 

 
Figure 6: Comparison of B44 predicted by original Ikeda’s 
method, corrected method and modified method with 
correction at d= 23 mm (H0=5.15). 

 

Figure 7: Ratio of the predicted results of corrected method 
and modified method with correction to the results of 
original Ikeda’s method at d= 23 mm (H0=5.15). 

Figure 8 shows the results of changing the KG at 
d = 50 mm (H0 = 2.37) which is general draught.  
Since the details of their difference are not clear in 
this figure, the ratio of “corrected” and “modified” 
to “original” are calculated, and the values around 
ratio 1 is enlarged and shown in Figure 9.  In this 
figure, the effects of modification are larger when B 
/ 2KG > 2.37, and the effects of correction is larger 
when B / 2KG <2.37.  The effects of correction 
increase as the KG increases. 

 

 
Figure 8: Comparison of B44 predicted by original Ikeda’s 
method, corrected method and modified method with 
correction with correction at d= 50 mm (H0=2.37). 

 
Figure 9: Ratio of the predicted results of corrected method 
and modified method with correction to the results of 
original Ikeda’s method at d= 50 mm (H0=2.37). 

4.2 PCC and LNGC models 
Figure 10 shows the calculated results of total 

roll damping of PCC and LNGC with full load for 
different KG.  In this figure, the effects of the 
correction appear for both vessels.  On the other 
hand, the effects of the modification are not shown 
because their area coefficients are enough smaller 
than 1 even if shallow draught cross-section. 

In order to investigate which cross-section has 
significant effects on roll damping, Figure 11 shows 
the longitudinal distribution of eddy making 
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component BE.  In this figure, it is found that the 
effects appear at bow and stern cross-sections. 

 

 

 
Figure 10: Comparisons of B44 predicted by original Ikeda’s 
method, corrected method and modified method with 
correction. (upper: PCC at T=1.96s, lower: LNGC at 
T=2.20s) 

 

 
Figure 11: Comparisons between the predicted results by 
original Ikeda’s method and modified method with 
correction. (upper: PCC at T=1.96s, lower: LNGC at 
T=2.20s) 

5. CONCLUSION 
A typographical error of Ikeda’s formula of the 

eddy making component for naked hull is corrected 
and the method is modified to include the effects of 
shallow draught.  In order to investigate these 
effects, roll damping for 2D model, LNGC and PCC 
with the average half-breadth to draught ratio in 
recent years are estimated by the proposed and the 
original methods.  The following conclusions are 
obtained. 
1. In the calculations for the 2D model, when the 

draught is shallow, the roll damping increases 
slightly due to the modification, and the effects 
increase for lower height of the center of 
gravity.  On the other hand, for current average 
draught, the roll damping increases slightly due 
to the modification and the correction, and 
which effects is larger depends on the height of 
the center of gravity.  In addition, the effects of 
the correction increase according to increase of 
the height of the center of gravity. 

2. In the calculations for LNGC and PCC, the roll 
damping increases due to the correction.  It is 
also found that the effects appear near bow and 
stern cross-sections.  On the other hand, the 
effects of the modification are not shown, 
because area coefficient of shallow draught 
cross-section is enough smaller than 1. 

3. For Ikeda's method, the correction should be 
adopted and it is better to also take into the 
modification.  However, the both effects are not 
so significant for target vessels in this study. 
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ABSTRACT 

Recently, Ikeda’s method for roll damping is used for wide-breadth, shallow-draught and low KG vessels, 
however the results may be overestimated.  Because the bilge-keel component of Ikeda’s method does not 
sufficiently consider the effects of shallow draught and low KG.  In order to improve Ikeda's method, the 
effects of shallow draught and low KG is investigated by using CFD (Katayama et al. 2019,2020) and new 
coefficients for the effects of the ratio of KG to draught and half breadth to draught without free surface to 
correct flow velocity at bilge-keel is proposed.  The estimated results are compared with measured results and 
effectiveness of the new coefficients are confirmed by Katayama et al.(2021), however it is not accurate 
enough because of the nonexistence of free surface effects and it is being investigated to include the effects.  

In this paper, the effects of free surface on normal force component of bilge-keel component are 
investigated by using CFD and a new coefficient to correct the drag coefficient of bilge-keel is proposed.  From 
the comparisons of calculated results with and without free surface, it is shown that the calculated with free 
surface is smaller than that without free surface at lower KG and shallow draught.  In order to include the 
effects on Ikeda’s method, the new coefficient i is proposed and it is confirmed that the proposed method which 
includes i is better than the previous method.  However, it is also confirmed that the proposed method is not 
accurately enough to estimate the measured results yet because of the free surface effects on the hull pressure 
component which is another component of bilge-keel roll damping. 
Keywords: Roll damping, Ikeda’s method, Bilge-keel component. 

 

1. INTRODUCTION 
Characteristics of rolling are important factor for 

safety of vessels, however it is difficult to estimate 
accurately by only using potential theory because of 
significant viscous effects on roll damping.   

As one of prediction methods of roll damping 
with the viscous effects, Ikeda’s method (Ikeda et al., 
1978a, b) is well-known.  However, it is pointed out 
by Tanaka et al. (1981) that the method may 
overestimate roll damping for vessels with shallow 
draught and low KG.   

Katayama et al. (2019, 2020) point out that the 
effects of KG and underwater hull aspects (H0=B/2d: 
the half breadth to draught ratio) are not included in 
the measured data without free surface which is used 
to develop the bilge-keel component of Ikeda’s 
method.  The effects of KG and H0 are investigated 
by using CFD and new coefficients for the both 
effects are proposed and their effectiveness are 

confirmed.  However, the new coefficients do not 
include free surface effects, therefore accuracy of the 
estimation results is not enough especially for the 
large amplitude rolling and the special shallow 
draught condition where bilge-keel is closes to free 
surface at maximum roll displacement.  

In this study, the effects of free surface on normal 
component of bilge-keel roll damping are 
investigated by CFD (scFLOW ver.2020 SP1). 
Forced roll tests at the condition with and without 
free surface for a 2D-hull with bilge-keels are carried 
out by CFD, and roll damping acting on bilge-keels 
are obtained.  From the comparisons of the results 
with and without free surface, the characteristics of 
free surface effects on the normal component of 
bilge-keel roll damping are investigated.  Based on 
the results, a new coefficient to correct flow velocity 
at bilge-keel is proposed and its effectiveness is 
discussed.  
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2. BILGE-KEEL ROLL DAMPING 
COMPONENT OF IKEDA’S METHOD 
AND PREVIOUS MODIFICATIONS 

2.1 Original method 
In Ikeda’s method, bilge-keel component BBK of 

roll damping coefficient is composed of 2 
components 
 
 BK N SB B B= + , (1) 
 
where BN is normal force component due to normal 
force acting on bilge-keels, and BS is hull pressure 
component due to pressure on hull surface created by 
bilge-keels. 

Equivalent linear sectional normal force 
component B’N is 
 

 2 2
1

8
3N a BK DB r b f C lr w f
p

¡ = , (2) 

 
where r [kg/m3] is density of fluid, r [m] is the 
distance from roll axis to hull surface attached on 
bilge-keel, ɤ [rad/s] is roll angular frequency and ᶫa 
[rad] is roll amplitude, bBK [m] is breath of bilge-keel 
and l1 [m] is the distance from roll axis to the normal 
vector to bilge-keel which through the point where is 
on hull attached the bilge-keel.  CD is drag coefficient 
and f is correction factor to take account of increment 
of flow velocity at the point on hull surface where 
bilge-keel is attached caused by hull form, and they 
are determined by experiments as follows  
 

 ( )022.5 2 4 4.   2D
C

CC
K f

K+ < <=
Ö

 (3) 

 
 { }160(1 )1 0.3f e s- -= + , (4) 
 
where ů is area coefficient of cross-section and KC is 
Keulegan Carpenter number as follows 
 

 max a
C

BK

U T rK
D b

p f
= = , (5) 

 
where T [s] is period of the oscillation, Umax [m/s] is 
amplitude of characteristics velocity and D [m] is 
characteristic length.  In the case of this study, T is 
roll period, Umax is velocity at the point on hull 

surface where bilge-keel is attached caused by 
rolling and D is twice of breadth of bilge-keel. 

Equivalent linear sectional hull pressure 
component B’S is 
 

 2 24
3S a PG

B r f C l dGr w f
p

¡ = Öñ , (6) 

 
where Cp is hull pressure coefficient and its values 
for front and back face of bilge-keels are 
 

 
1.2 (for )

 
1.2 (for )

p
p

D p

C
C

C C

+

-

ë
= ì -í

. (7) 

 
Fig. 1 shows pressure distribution on hull surface 

created by bilge-keels.  Positive pressure coefficient 
Cp

+ is empirically taken as 1.2 at front of bilge-keels 
and 0 at water surface and keel.  From the relation of 
CD = Cp

+ + Cp
-, negative pressure coefficient Cp

- is 
1.2 - CD.  Length of the negative-pressure region S0 
is obtained as 
 

 0 0.3 1.95a

BK BK

S f r
b b

p få õ
= +æ ö

ç ÷
. (8) 

 

 
Fig. 1 Assumed pressure distribution on the hull surface 
created by bilge-keels in Ikeda’s prediction method. 

 

2.2 Effects of H0 on f (Katayama et al. (2019)) 
Tanaka et al. (1981) point out that Ikeda’s 

method overestimates the roll damping when the 
method is applied to a ship with shallow draught, and 
the tendency is more significant as KG (height of the 
center of gravity) of the ship is lower.  Moreover, it 
is explained that the reasons of the overestimation 
are that the interactions of waves made by hull and 
bilge-keels decrease the wave making damping 
component and the free surface effects decrease the 
size of vortexes shed by bilge-keels and their 
damping component. 
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Katayama et al. (2019) focus on the correction 
coefficient f and investigate the effects of H0 on f at 
the condition KG = d by using CFD (STAR-CCM+).  
And the new coefficient g to include the effects of H0 
at small roll amplitude is proposed as 
 

 0
0

0.35 0.75  (for 1.0 4.5)g H
H

= + ¢ ¢ . (9) 

 

2.3 Effects of KG/d on f (Katayama et al. (2020)) 
Katayama et al. (2020) investigate the effects of 

KG/d on f by using CFD (scFLOW ver.14.1). 
Fig. 2 shows a domain of calculation and 2D 

model, and Table 2 shows the particulars of 2D 
models.  In this 2D model, the rotating body is made 
by the upper semicircle and the lower half part.  In 
the lower half part, ship model under draught with 
bilge-keel is modelled.  The boundary conditions of 
the surface of upper semicircle and the surface of the 
lower half part are free-slip and non-slip 
respectively.  There are two mesh zones which are 
the moving fluid zone (MFZ) and the remaining 
stationary zone (RSZ).  MFZ is placed over RSZ and 
rotates with the model around the roll axis.  The roll 
axis is the center of the circle. The gravity is not 
considered.  Table 2 shows conditions of calculation. 

The effects of KG/d on f is obtained with the 
following equation,  
 

 
0

0

KG( , , )KG( ) KG( , , 1)
 

D

D

C H
dh

d C H
d

s

s
=

=
, (10) 

 
where drag coefficient of bilge-keel CD is expressed 
as follows, 

 2
2

( )D
BK a

FC
S r fr f w

=
Ö

 (11) 

 
where SBK is the projection area of bilge-keel and F 
is the average normal force acting on the bilge-keels.   

Fig. 3 shows the coefficient h with KG/d on the 
horizontal axis.  The results are almost on a curve. 
Then, the coefficient h is expressed by Eq. (12) and 
it is used to multiply by f. 
 

 
0

KG0.44 tanh 0.80 0.70 

KG(for 1.0 4.5 and 0.5 4.5)

h
d

H
d

å õ= +æ ö
ç ÷

¢ ¢ ¢ ¢
(12) 

 
Fig.4 shows comparisons of the bilge-keel 

component of roll damping among measured and 
estimated results by Ikeda’s original method and 
modified method.  The estimated results with the 
coefficients g and h are compared with the measured 
results and improvement of the estimated results are 
confirmed, however the improvement is not enough 
for a large roll amplitude because of the effects of 
free surface. 

 

 
Fig. 2  Domain of calculation and 2D-model.  

 

Table 1 Particulars of 2D-hull and bilge-keel. 
breadth: B 0.237 m 

H0=B/2d ů 
KG [m]: height of roll center 
r [m]: distance from roll center to  
bilge-keel 

4.56 0.915 0.026, 0.1185 
0.109, 0.153 

3.95 0.926 0.03, 0.047, 0.057, 0.072, 0.096, 0.1185 
0.110, 0.114, 0.118, 0.125, 0.138, 0.153 

3.39 0.937 0.035, 0.047, 0.057, 0.072, 0.096, 0.1185 
0.111, 0.114, 0.118, 0.125, 0.138, 0.153 

2.82 0.946 0.042, 0.047, 0.057, 0.072, 0.096, 0.1185 
0.112, 0.114, 0.118, 0.125, 0.138, 0.153 

2.08 0.960 0.047, 0.057, 0.072, 0.096, 0.1185 
0.114, 0.118, 0.125, 0.138, 0.153 

1.23 0.976 0.047, 0.057, 0.072, 0.096, 0.1185 
0.114, 0.118, 0.125, 0.138, 0.153 

0.99 0.982 0.026, 0.096 
0.109, 0.138 

bilge radius 0.035 m 
bBK×tBK  0.01 m×0.001 m 

 

Table 2 Conditions of forced roll test by CFD. 
roll period Tr [s] 1.0 
roll amplitude fa [rad] 0.20 
total calculation cycles 8 
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Fig. 3  Effects of KG/d on he calculated drag coefficients of 
bilge-keels on the 2D-hull obtained by Eq. (10). Solid line is 
a fitting line indicated by Eq. (12).  

 
KG [mm] 96 72 57 

measured ừ Ẽ Ợ 

original Ikeda’s method    

modified method    

 
Fig. 4  Comparisons of the bilge-keel component of roll 
damping among the measured data, the estimated results by 
original Ikeda’s method and its modified method. 

 

3. EFFECTS OF FREE SURFACE  

3.1 Set up of CFD 
The domain of the calculation without free 

surface is the same as Katayama et al. (2020). 
Fig. 5 shows a domain of calculation and a model 

with free surface. The boundary condition of the 
surface of the hull is non-slip. MFZ is the same as 
the condition without free surface. RSZ is 2m×9m 
and has pressure outlet at the top. The roll axis is the 
center of the cirle. 

Table 3 shows the particular of the forms of 
model. 

Table 4 shows the calculated conditions by CFD 
and Table 5 is the computational conditions of forced 
rolling for with and without free surface. However, 
the roll amplitude fa = 0.25rad is not calculated for 
KG = 120 and 42 mm 

 

 

 
Fig. 5 The schematic view of the calculation model with free 
surface  

 

Table 3 The particulars of 2D-hull and bilge-keel. 
breadth: B [m] 0.237 
depth: D [m] 0.145 
bilge radius [m] 0.035 
bBK×tBK [m×m] 0.01×0.001 

 

Table 4 Calculation conditions of CFD. 
turbulent model SST k-ɤ 
time discretization second-order accuracy 
minimum mesh size [m] 0.00125 
time step [s] 0.0005 

 

Table 5 Conditions of forced roll test by CFD. 
roll period [s] 1.0 
total calculation cycles 8 
draught:  
d [mm] ů KG [mm] roll amplitude [rad] 

120 0.982 120, 96, 72 0.125, 0.15, 0.20 
96 0.977 120, 96, 72, 57 0.125, 0.15, 0.20, 0.25 
72 0.969 120, 96, 72, 57 0.125, 0.15, 0.20 
57 0.961 120, 96, 72, 57 0.125, 0.15, 0.20, 0.25 
42 0.947 96, 72, 57, 42 0.125, 0.15, 0.20,0.25 
35 0.937 72, 57, 42 0.125, 0.15, 0.20 
28 0.927 72, 57 0.125, 0.15 
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3.2 Calculated Drag Coefficient of Bilge-keel 
Fig. 6 shows the calculated drag coefficients CD 

of bilge-keels with and without free surface at d = 
0.035m.  The drag coefficient CD is obtained from 
Eq. (13) and it is averaged value acting on front and 
rear bilge-keels shown in Fig.7.  The solid line is 
Ikeda’s formula Eq. (3) with f = 1.  The tendency of 
the calculated CD without free surface to KC is similar 
to Ikeda’s formula and the effects of KG is not 
significant.  On the other hand, the tendency of the 
calculated CD with free surface to KC is also similar 
to Ikeda’s formula, however they are affected by KG.  
Moreover, the calculated CD with free surface is 
smaller than that without free surface. 
 

 2
2

( )D
BK a

FC
S r f g hr f w

=
Ö Ö Ö

 (13) 

 

3.3 The effects of free surface  
The difference in CD between those with and 

without a free surface may relate to the difference of 
the hydrodynamic force acting on the surface of the 
bilge-keel.) 

Then, the pressure coefficients CP on the bilge-
keels as show in Fig.7 are investigated.  Before 
disscussing about CP, the drag coefficients acting on 
the front and rear bilge-keels are shown in Fig.8.  
Regardless of those with and without free surface, CD 
acting on the front and rear bilge-keels is the same. 

Fig.9 shows the pressure coefficients CP on each 
surfaces of the bilge-keels.  CP

+ and CP
- on the front 

and rear bilge-keels without free surface are same 
respectively.  Those with free surface shows the 
same tendency, however, CP

- with free surface is 
smaller than that the case without free surface.  

Fig.10 shows the ratio of each CP with free 
surface to that the case without free surface.  CP

+  is 
around 1.0 and CP

- is smaller than 1.0.  Therefore, it 
is assumed that the effects of the free surface mainly 
affects on CP

-. 
 

 
Fig. 6  The calculated drag coefficients acting on bilge-keels 
for those without and with free surface.  The solid line in each 
figure is Ikeda’s formula Eq.(3) with f=1. 

 

 
Fig. 7  The schematic view of forced roll test.  Four pressure 
coefficients acting on bilge-keels are shown together with roll 
direction. 

 

 
Fig. 8  The comparison of calculated drag coefficients for 
front and rear bilge-keels shown in Fig.7. 
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Fig. 9 The Comparison of the calculated pressure coefficients 
on the each surface of bilge-keels (the red mark: with frees 
surface, the black mark: without free surface). 

 

 

 
Fig. 10  The Ratio of pressure coefficient on the each surface 
with free surface to those without free surface. 

 

3.4 The Corection factor of free surface effects for 
CD 

By using the results of the section 3.2, the effects 
of free surface on the drag coefficient CD are 
obtained with the following equation, 

 

 (with free surface)

(without free surface)

D

D

C
i

C
= .  (14) 

 
Figs.11 and 12 show the coefficient i for various 

draught and KG with KC on the horizontal axis.  
From the results, the correction factor i is formulated 
by the following steps.  First step, for each draught, 
the averages of i for each KG are obtained and they 
are fitted by Eq.(15).  Next step, the coefficients of 
them are fitted by Eq.(16).   

 

   (for 0.6 2.7)KG KGi a b
d d

å õ= Ö + ¢ ¢æ ö
ç ÷

 (15) 

 

 
( )
( )

2
0 0 0

2
0 0 0

0

0.1366 0.9164 1.557
0.1391 0.7497 0.2877

                                    (for 1.0 4.2)

a H H H
b H H H

H

ë = - +î
ì = - + -îí

¢ ¢

 (16) 

 
where i is the correction factor for CD and CP

- is 
calculated by using CD including the correction.  
Fig.13 shows the comparison between the fitted 
curves by Eqs.(15) and (16) and the average of i 
obtained by Eq.(14) with the measured CD. 
 

 

 

 

 
Fig. 11  The free surface effects on drag coefficient for 
various draughts. 

: 1. CP
+ : 2. CP

- : 3. CP
+ : 4. CP

-

0 2 4 6 8 10 12 14

-6

-4

-2

0

2

4

6
CP

KC

KG = 0.096m
d = 0.035m

: 1. CP
+ : 2. CP

- : 3. CP
+ : 4. CP

-

0 2 4 6 8 10 12 14
0

1

CP (with free surface)/ CP (without free surface)

KC

d = 0.035m
KG = 0.096m

KG [m]
d [m]

0.120
0.096
0.072
0.057

0.120 0.096 0.057 0.042 0.0350.072

0.042

0.028

0 2 4 6 8 10 12 14
0

1

i

KC

d = 0.120m

0 2 4 6 8 10 12 14
0

1

i

KC

d = 0.096m

0 2 4 6 8 10 12 14
0

1

i

KC

d = 0.072m



 

   

Proceedings of the 18th International Ship Stability Workshop, 12-14 September 2022, GdaŘsk, Poland 19 

 

 

 

 

 
Fig. 12 The free surface effects on drag coefficient for various 
draughts. 

 

  
Fig. 13 The comparison between fitting functions by Eq. 
(15)(16) and the averages of i obtained by Eq. (14). 

3.5 Effectiveness of proposed modification 
Fig. 14 shows the comparisons among the 

estimated bilge-keel components by original Ikeda’s 
method, the two modified methods and the measured 
results by Katayama et al. (2019).  In this figure, the 
modified method including the coefficients g, h and 
i is better than any other methods.  However, it has 
not enough accuracy for expressing the free surface 
effects at KG=0.072 and 0.056m.  That may be 
because the modification does not consider the free 
surface effects on the hull pressure component, yet. 
 

 
Fig. 14  The Comparisons among the estimated bilge-keel 
components by original Ikeda’s method, the two modified 
methods and the measured results.  
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4. CONCLUSIONS 
In this study, the effects of free surface on the 

bilge-keel component of roll damping are 
investigated by using CFD.  In order to include the 
free surface effects on Ikeda's method, the 
hydrodynamic forces acting on bilge-keels with and 
without the free surface are investigated.  The 
following conclusions are obtained. 
1. The calculated drag coefficient CD of the bilge-

keel with free surface is smaller than that 
without free surface and it has  shows the similar 
tendency Ikeda’s formula and it is affected by 
KG. 

2. The calculated drag coefficients CD of front and 
rear bilge-keels with free surface is almost the  
same, and the calculated pressure coefficient CP

- 
with free surface is smaller than that without 
free surface. 

3. The correction factor i of the effects of the free 
surface for CD is proposed.  The modified 
Ikeda’s method including the coefficients g, h 
and i can estimate the bilge-keel component BBK 
better than the previous methods.  However, it 
has not enough accuracy for expressing the free 
surface effects at KG=0.072 and 0.056m. That 
may be because the modification does not 
consider the free surface effects on the  hull 
pressure component, yet. 
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ABSTRACT 

Roll damping is one of the most important parameters for the direct stability assessment of the behavior of 
ships in waves. The complexity of the hydrodynamic phenomena involved in the roll motion makes its 
numerical prediction still an open issue and non-standardized task. Despite the greater improvements achieved 
in the recent years with computational fluid dynamics, for practical purposes, roll damping assessment is still 
highly dependent on model tests, particularly, roll decay tests in calm-water. The damping coefficients 
extrapolated from these tests are typically used as direct inputs in the numerical simulations of ship responses 
in waves. 
Based on the results of an experimental test campaign with a VLCC hull, the present study evidences that the 
measured roll responses in waves can be significantly different from those predicted by numerical simulations 
that rely on roll decay damping coefficients. Linear frequency- and nonlinear time- domain numerical 
approaches have been adopted in the simulations. Based on the frequency domain linear model, an external 
viscous roll damping coefficient has been estimated for each (regular and irregular wave) test condition using 
the experimental roll response as reference. The analyses of the estimated roll damping coefficients from 
experimental data indicate that in waves, damping is stronger than in decay tests (in calm-water). On the 
numerical side, the effect of nonlinearities in hydrostatic and Froude-Krylov actions has been also investigated. 
It was concluded that, at least for the VLCC, those nonlinearities are less important than the accurate 
assessment of roll damping in the numerical simulation of roll responses in waves. 
 
Keywords: viscous damping, nonlinearities, SGISC, direct stability assessment. 

 

1. INTRODUCTION 
In the context of the second-generation intact 

stability criteria (SGISC) being developed at the 
International Maritime Organization (IMO), direct 
stability assessment can be performed either by 
model tests or numerical simulations. In the latter 
case, reliable estimation of the probability of 
stability failure requires simulation of a sufficiently 
large number of stability failures for the relevant 
ships and loading conditions, considering as much 
relevant physics as possible in the most accurate 
way. 

Since most of the stability failures addressed by 
the IMO SGISC directly involve the roll motion, roll 

damping naturally appears as a key factor for the 
numerical simulations of the ship responses in 
waves, especially when resonant behaviors take 
place. In the recent years, this topic has attracted 
renewed attention as evidenced by the number of 
papers concerning this issue in the last STAB 2018 
and ISSW2019. Ikeda (2018) presented a historical 
review of his prediction method and stressed the 
need for further developments using, for instance, 
CFD tools. Smith (2018) explored and compared 
various typical methods of calculation of roll 
damping values from empirical data. Oliva-Remola 
et al. (2018) analyzed the influence of different 
experimental techniques for roll decay tests with a 
model of a trawler fishing vessel. Wassermann et al. 
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(2018), Hashimoto et al. (2019) and Oliveira et al. 
(2019) have also investigated the ship roll damping 
based on roll decay motions, using CFD and/or EFD. 
Katayama et al. (2019) proposed  a rational short-
term prediction method considering nonlinearity in 
roll damping and restoring moments. Oliva-Remola 
and Pérez-Rojas (2019) presented an approach for 
the assessment of uncertainty of roll decay tests and 
emphasized the difficulties in the determination of 
uncertainties associated to nonlinear damping 
coefficients. A more detailed review of the published 
works related to roll damping in STAB and ISSW 
conferences can be found in Baļkalov et al. (2016) 
and Manderbacka et al. (2019).  

Most of the above references are focused on 
decay and/or forced excited roll conditions. The 
damping coefficients obtained from those tests, 
which are typically performed in calm water, are 
assumed to be representative of the roll damping in 
waves. This hypothesis, however, may not be 
reliable, especially when moderate sea conditions 
are considered. Furthermore, discrepancies in 
numerical predictions are usually attributed to 
nonlinearities in damping and/or restoring actions.  

Based on the results from an experimental test 
campaign of a typical very large crude carrier 
(VLCC) in beam regular and irregular waves, the 
present work analyzes the roll responses and the 
associated damping coefficients to each test 
condition. First, decay tests results are analyzed 
using different approaches for the determination of 
the damping coefficients. Then, using a hybrid 
(numerical-experimental) linearized procedure, roll 
damping coefficients are determined from the model 
tests responses in waves. Furthermore, the semi-
empirical Ikeda’s prediction method has been 
implemented to assess the quality of the prediction 
of roll damping coefficients for the VLCC hull. 
Finally, numerical simulations of roll motions have 
been performed in time domain to allow the 
comparison among decay tests coefficients, the wave 
response-based coefficients and the simplified 
Ikeda’s coefficients. The influence of nonlinearities 
in hydrostatics and Froude-Krylov actions on the 
prediction of roll motions have been also 
investigated. 
 

2. ROLL DAMPING FROM DECAY TESTS 
The roll motion, ◖, for free decay in calm-water 

can be expressed as: 

44 44 44( ) ( ) 0xxI A B C+ f + f + f =## #       (1) 

where Ixx is the roll inertia, A44 and C44 are the roll 
added mass and hydrostatic restoring coefficients. 

44 ( )B f# denotes the roll damping moment, which is 
typically modeled as: 

44 1 2( )B B Bf = f + f f# # # #  (2) 

This roll damping model introduces a 
nonlinearity in the roll motion equation and makes it 
more difficult to analyze. So, usually nonlinear 
damping is replaced by a certain linearized damping, 
i.e.: 

44 ( ) eB Bf = f# #  (3) 

where Be represents the equivalent linear damping 
coefficient which, in general, depends on the 
amplitude and period of roll motion. However, for a 
given cycle of motion, Be can be considered 
constant. For a generic periodic motion, Be can be 
expressed in terms of B1 and B2 by equating the first 
terms of the Fourier series expansion of eq. (2) and 
eq. (3), so that: 

1 2
16( )
3e a a

k

B B B
T

f = + f   (4) 

where the roll amplitude is  ( )1 / 2a k k +f = f + f , fk 
and fk+1 denote two successive peaks in the roll 
decay motion, and Tk is the roll period. The damping 
coefficient Be (or B1 and B2) can be obtained from 
analyses of roll decay time records. The most 
common methods are the logarithmic decrement 
method and the Froude energy method. A more 
detailed description and discussion on various other 
methods for roll decay analyses can be found in 
Spouge (1988). 
 

3. ROLL DAMPING FROM WAVE TESTS 
Based on the experimental ship responses in 

waves and a numerical model for the simulations of 
roll responses in waves, an external roll damping 
coefficient can be determined in the calibration 
process of the numerical roll response.  
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For the sake of simplicity, a linear frequency-
domain numerical model was adopted for the 
uncouple roll motion equation in waves: 

44 44 44( ) ( )xxI A B C M tf+ f + f + f =## #           (5) 

where M◖ (t) represents the wave exciting moment in 
roll. In the calibration process, the roll damping 
coefficient was assumed linear and was subdivided 
in a potential (radiation) part plus a viscous 
contribution. The potential part was assumed 
frequency-dependent while the viscous contribution 
was allowed to change also with the incident wave 
height. 

The calibration criterion for the regular wave 
tests is based on the mean amplitude of the roll 
response, which can be expressed as: 

[ ]2
44 44 44

( )
( )

( ) ( )xx

M
I A i B C

f w
f w =

-w + w + w w +

%
%

       (6) 

where f
%

 and M f

%
  are the complex amplitudes of the 

roll response and the excitation moment, 1i = - . The 
hydrodynamic potential coefficients and moments 
can be obtained using, for instance, WAMIT® or 
ANSYS-AQWATM. The response amplitude 
operator (RAO) of the motion relative to the incident 
wave can be defined by: 

( )( )
( )

a

a

RAOf

f w
w =

z w      
         (7) 

where za(w) is the amplitude of the incident wave 
and fa is the amplitude of the roll response. 

For the irregular waves conditions the area under 
the roll response spectrum was used as calibration 
criterion of the numerical simulations of roll motion. 
The roll response spectrum can be obtained using the 
spectral approach, so that: 

2
( ) ( ) ( )S RAO Sf f zw = w Ö w              (8) 

where Sz(w) and Sf(w) denote the power spectral 
densities of the incident sea (wave spectrum) and the 
roll response (motion spectrum), respectively. The 
significant motion amplitude, f1/3, is given by: 

1/3 02 m ff =                 (9) 

where m0f is the area under the roll response 
spectrum. 

Further details on the determination of roll 
damping coefficients using the hybrid procedure can 
be found in Rodríguez et al. (2019). 

 

4. ROLL DAMPING FROM IKEDA’S 
METHOD 
A semi-empirical method for roll damping 

prediction of ships was proposed originally by Ikeda 
as described in Himeno (1981). The method assumes 
that the roll damping moment (Bt4) can be separated 
into components. Each one is computed 
independently and associated to skin friction (BF), 
eddy shedding (BE), hull lift (BL), free-surface waves 
(BW), and bilge keel effects. The bilge keel effect was 
subdivided in three components: BBKN due to the 
normal force on the bilge keels themselves, BBKH due 
to the pressure change on the hull when bilge keels 
are installed, i.e., the interaction between hull and 
bilge keels, and BBKW due to the waves associated to 
the presence of bilge keels. Therefore: 

4t F E L W BKN BKH BKWB B B B B B B B= + + + + + +
 (10)

 

More recently, Kawahara et al. (2012) presented 
a simplified method of predicting roll damping 
following Ikeda’s method. This simplified method 
requires only some main parameters of the ship 
instead of the detailed geometry of the ship cross 
sections (required by the original Ikeda’s method). 
Once each of the components in eq. (10) is 
estimated, the total damping moment is presented as 
a function of the roll amplitude and the coefficients 
B1 and B2 obtained using eq. (4). 
 

5. NUMERICAL MODEL FOR DIRECT 
STABILITY ASSESSMENT 
The numerical model for the prediction of roll 

motions in time domain consists of two stages. In the 
first stage, a frequency domain approach based on 
3D panel method is used to compute the linear 
radiation/diffraction forces as well as the response 
amplitude operators for the six degrees of freedom 
of the vessel. In the second stage, the equations of 
motions are solved in time-domain using either the 
linear or a nonlinear approach in the six-degrees of 
freedom. 

For the linear approach, the radiation/diffraction 
forces come directly from the first stage and 
hydrostatics and Froude-Krylov forces are computed 
considering only the mean-wetted surface of the 
vessel. Linear external damping and/or hydrostatic 
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coefficients (associated for instance to linear 
mooring forces) can be introduced in any of the 
degrees of freedom.  

For the nonlinear approach, radiation/diffraction 
forces are kept linear, but hydrostatic and Froude-
Krylov actions are computed up to the instantaneous 
wetted surface, i.e., allowing for wave passage and 
motions nonlinear effects. In addition, the quadratic 
(nonlinear) roll damping contribution and mooring 
lines forces are considered. 

 

6. CASE STUDY 
A typical VLLC was used to analyze the 

different approaches for the roll damping prediction 
and their effects on roll responses. Table 1 presents 
the main particulars of the VLCC at a typical 
intermediate loading (draught) condition, while 
Figure 1 illustrates the 3D geometry of the hull and 
the mesh adopted in the numerical simulations.  

Table 1: Main characteristics of the VLCC at the 
intermediate loading condition. 

LBP  320.0 m 
Breadth 54.5 m 
Depth 27.8 m 

Draught 14.7 m 
Displacement  311 046 t 

I44  8.29E+07 t.m2 
GM 9.5 m 

 

 
Figure 1: Panel geometry of the VLCC hull at the 
intermediate loading condition. 

This hull has been tested in model scale (1:70) at 
the Brazilian Ocean Technology Laboratory 
(LabOceano) to assess its hydrodynamic behavior in 
waves as a Floating Production Storage and 
Offloading (FPSO) stationary unit, i.e., without 
forward speed, under wave conditions typical of 
Campos Basin, Brazil. The vessel was fitted with 
bilge keels of 1.00 m width and 127 m long, on both 
sides.  

For the model tests, a simplified mooring system 
to restrain the horizontal motions was adopted. The 
simplified system only reproduced the horizontal 

(linear) restoring stiffness of the full system and 
consisted of four horizontal lines (two in the bow and 
tow in the stern). 

Decay tests results 
The decay tests have been performed for two 

initial angles, namely, 10º and 20º. The experimental 
series have been analyzed using the logarithmic and 
the decrement method. The roll resonant period was 
14.4 s. Figures 2 and 3 illustrate the plots for the 
decay analyses of the 20º initial angle.  

 
Figure 2: Equivalent roll damping from logarithmic 
decrement method. 

 
Figure 3: Curve of extinction of roll decay in Froude’s 
method. 

The roll damping coefficients from the decay 
tests of the 10º and 20º of initial angle are shown in 
Table 2. 

Table 2: Roll damping coefficients from decay tests 

 
The results show significant differences among 

the coefficients obtained from both methods. For the 
linear coefficients, the differences were 62% and 
88% for the 10º and 20º of initial roll, respectively. 
However, within a given method, there are not 
significant differences between the corresponding 
coefficients for 10º and 20º. Figures 4 and 5 present 
the time series of the experimental roll decay 
(Exp_PT15_302 and Exp_PT15_305) and the 
numerical simulations based on the uncouple roll 
motion equation with the roll damping coefficients 
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from the logarithmic decrement (Num_log10 and 
Numlog20) and the Froude methods (Num_Fr10 and 
Num_Fr20). 

   
Figure 4: Time series of the roll decay for 10º initial angle. 

 
Figure 5: Time series of the roll decay for 20º initial angle. 

Despite the significant differences in the roll 
damping coefficients between the logarithmic and 
Froude methods, the time series of the numerical 
simulations for both approaches agree satisfactorily 
with the experimental series. A slightly better 
agreement is observed for the Froude method, 
especially for the smaller roll motions. 

Regular waves tests results 
Based on the hybrid approach, for each test 

condition a single external roll damping coefficient 
has been estimated. A summary of the experimental 
roll response amplitudes (per meter of wave 
amplitude) in regular waves is shown in Fig. 6.  

 
Figure 6: Experimental roll amplitudes for regular waves. 

At the roll resonant period, different values were 
observed in the roll RAO with the increase of the 
incident wave height. Typically, this behavior is 
attributed to nonlinearities associated to hydrostatics 

and wave excitation loads. However, here, those 
differences will be assumed to be a consequence of 
different damping levels associated to the response 
amplitudes (or, implicitly, to the incident wave 
height. The set of external linear roll damping 
coefficients, i.e., additional to the potential damping, 
for the regular wave test conditions is presented in 
Figure 7 as a function of the incident wave period 
and height. 

 
Figure 7: Roll damping coefficients for regular waves. 

Some large variations along the wave period 
appeared in the estimation of the roll damping 
coefficients, particularly for periods 8 s and 10 s, 
however, those variations correspond to conditions 
where the roll responses displayed small amplitudes 
(less than 1 deg/m). Since the periods of those 
condition are far from the resonant roll period, the 
roll responses are almost insensitive to damping, so 
that exceptionally large values of damping 
coefficients were required to numerically calibrate 
those (small) responses. On the other hand, around 
the roll resonant period, where damping is an 
essential parameter, the various levels of roll 
damping associated to the incident wave height 
become evident. Except for the 13 s period, it is 
observed that the higher the wave height, the higher 
the roll damping coefficient. 

 Figure 8 presents the linearized roll damping 
coefficients around the roll resonant period from 
wave tests as function of the roll responses 
amplitude. For the sake of comparison, the 
experimental data from roll decay test at 20º of initial 
angle and Ikeda´s method predictions are also 
displayed. 

In terms of equivalent linearized roll damping 
coefficients, the damping in waves is greater than in 
calm water (under roll decay), particularly for the 
larger responses. Unfortunately, since no tests were 
performed with smaller wave heights at the roll 
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resonant period, there is not enough data to verified 
that behavior for the smaller roll angles. However, if 
the fitting line of the wave test data is extrapolated 
to the smaller roll angles, the roll damping 
coefficients become closer or smaller than in roll 
decay.  

 
Figure 8: Linearized roll damping coefficients from decay 
tests, regular waves tests and Ikeda’s original and simplified 
predictions for the resonant roll period. 

To verify how those differences in the roll 
damping coefficients affect the predictions of roll 
motions, time domain numerical simulations of the 
wave tests conditions using the roll damping 
coefficients from both approaches (decay tests and 
regular waves) have been performed. Figs. 9 to 13 
display the experimental roll and the corresponding 
simulations for some of the conditions around the 
roll resonance period and for different wave heights. 
The numerical simulations based on the calibrated 
damping coefficients from the roll responses in 
waves are Calib-Lin and Calib-NonLin, where the 
former refers to the linear model and the latter to the 
model with nonlinearities in hydrostatic and Froude-
Krylov loads. The numerical simulations based on 
(linear + quadratic) roll decay coefficients are 
Decay-Lin and Decay-Nonlin. The latter also 
incorporates nonlinearities in hydrostatic and 
Froude-Krylov actions. 

 
Figure 9: Roll from experiments and numerical simulations 
(T = 13.0 s, Hs = 2.9 m) 

 
Figure 10: Roll from experiments and numerical simulations 
(T = 13.0 s, Hs = 6.4 m) 

 
Figure 11: Roll from experiments and numerical simulations 
(T = 14.6 s, Hs = 3.2 m) 

 
Figure 12: Roll from experiments and numerical simulations 
(T = 14.6 s, Hs = 6.8 m) 

 
Figure 13: Roll from experiments and numerical simulations 
(T = 14.6 s, Hs = 9.8 m) 

In general, the predictions based on roll decay 
damping coefficients overpredict the roll motions, 
while the approach based on wave responses, in 
average, presents a better agreement with the 
experimental results. It should be recalled that for the 
time series simulations, the time-domain model 
described in Section 5 have been used while for the 
roll damping coefficients estimation, the frequency 
domain model was adopted.  

Regarding the nonlinearities in the hydrostatic 
and Froude-Krylov actions, it is evident that they are 
not relevant neither for the simulations based on roll 
decay coefficients nor for the ones based on the roll 
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response in waves. Therefore, at least, for the cases 
analyzed here, for a more realistic roll prediction, a 
more accurate prediction of roll damping in waves 
(even in its linearized form) seems to be more 
important than nonlinearities associated to restoring 
and Froude-Krylov. 

Ikeda´s predictions 
The two prediction approaches based on Ikeda´s 

method (the original and the simplified) have been 
implemented numerically and applied to the VLLC. 
The results from Ikeda´s prediction for the linearized 
damping at the roll resonant period are presented in 
Fig. 8. The original Ikeda’s approach agrees quite 
well with the experimental roll decay data, 
especially for the smaller roll amplitudes, while the 
simplified Ikeda’s approach overpredicts the roll 
decay damping coefficients for roll amplitudes 
below 10º. Compared to the damping coefficients 
from wave responses, both approaches based on 
Ikeda´s method display lower values. Thus, 
overestimation of roll responses in waves is expected 
if Ikeda´s damping coefficients are adopted. 

Figures 14 and 15 present the components of the 
linearized roll damping coefficients from Ikeda’s 
original and simplified approaches, respectively. 
The curve BIkeda represents the sum of the roll 
damping components, while the line Fit is the linear 
fitting to BIkeda curve for the estimation of 
coefficients B1 and B2. From the original Ikeda’s 
method those values were 1.38E+06 kN.m.s/rad and 
7.77E+07 kN.m.s2/rad2, respectively; while for the 
simplified approach the corresponding values were 
3.38E+06 kN.m.s/rad and 5.68E+07 kN.m.s2/rad2, 
respectively. Those discrepancies can be attributed 
to significant differences in the estimations of wave 
damping (Bw) and bilge keel (BBK) components 
between the two approaches.  

 
Figure 14: Roll damping components at roll resonant period 
from Ikeda’s original method 

 
Figure 15: Roll damping components at roll resonant period 
from Ikeda’s method simplified approach 

Irregular waves tests results 
For the model tests, three irregular sea 

conditions were specified for the VLCC: Irr1: 100-
year extreme swell condition (JONSWAP spectrum: 
Tp=15.6 s, Hs=7.8 m,  g=1.7), Irr2: a one-year storm 
sea condition (JONSWAP Tp=8.6 s, Hs=4.5 m, 
 g=2.2) and Irr3: a Pierson-Moskowitz sea with 
Tp=17.8 s, Hs=5.9 m. g represents the  peak 
enhancement factor of the JONSWAP spectrum.  

Based on the hybrid approach (following the 
frequency domain spectral expressions 
presented in Section 3), the spectrum of the 
numerical roll response was calibrated, and the 
corresponding external linearized damping 
coefficient was obtained for each test run. Then, 
time domain numerical simulations have been 
performed with the roll damping coefficients 
from roll decay tests and wave tests. The 
following approaches have been tested: 
a) Three degree-of-freedom (3-DOF) model 
where only heave, roll and pitch motions have 
been considered. 
b) Six-degree-of-freedom model with mooring 
lines and damping coefficients obtained from 
potential theory, except for the roll damping 
coefficient. 
c) Six-degree-of-freedom model with mooring 
lines and damping coefficients considering 
linear viscous contributions in sway and/or yaw.  

First, the direct assessment of roll motions 
used the linear hydrostatic and Froude-Krylov 
model; then, nonlinearities in those loads were 
introduced. Figures 16 to 18 present the roll 
response spectra from roll time series based on 
the linear model with the roll damping 
coefficient from wave tests. The comparison of 
the response spectra from the frequency domain 
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model (Num-FD) and from the experimental 
response spectra evidences the successful 
calibration of the roll damping coefficient for 
the three sea states.  

 
Figure 16: Roll response spectra for Irr1 - linear model with 
roll damping coefficients from wave tests. 

 
Figure 17: Roll response spectra for Irr2 - linear model with 
roll damping coefficients from wave tests. 

 
Figure 18: Roll response spectra for Irr3 - linear model with 
roll damping coefficients from wave tests. 

Although a single roll damping coefficient has 
been calibrated for each sea state, the time domain 
numerical model (Num-TD) predicted significantly 
different roll motions. The 3-DOF, in which surge, 
sway and yaw motions were not allowed, 
substantially overpredicted the roll responses. More 
accurate predictions are obtained when the 6 DOFs 
are considered, which imply the inclusion of 
mooring line restoring effects. Furthermore, 
depending on the location of the peak of the sea 
spectrum, the quality of the predictions of the linear 
model can be substantially affected by the sway and 
yaw motions. For the sea condition Irr1 (whose peak 
period is around the roll resonance period), sway and 

yaw motions grow excessively (compared to the 
corresponding experimental responses) when only 
potential damping is considered for these DOFs. The 
overestimation of, especially, the sway motion 
causes the underestimation of roll response as 
observed in figure 16. To obtain better roll 
predictions, it was necessary to introduce linear 
external damping, at least, in the sway equation, to 
account for some viscous effects. In terms of critical 
damping, 1% of additional damping in sway and yaw 
greatly improved the predictions of roll. However, 
5% and 10% of additional damping in those DOFs. 
display better predictions in all 6 DOFs. Figures 19 
to 21 illustrate the experimental and numerical time 
series of sway (mean value has been removed), roll 
and yaw for sea state Irr1.  

  
Figure 19: Sway responses for Irr1 - linear model with roll 
damping coefficients from wave tests. 

 
Figure 20: Roll responses for Irr1 - linear model with roll 
damping coefficients from wave tests. 

 
Figure 21: Yaw responses for Irr1 - linear model with roll 
damping coefficients from wave tests. 

The time series of sway and yaw motions 
demonstrate that, at least, for the roll resonant sea 
state, the introduction of viscous effects (even in its 
linear form) in the sway and yaw dynamics has 
strong effect for the accurate predictions of motions. 
As the peak period of the sea state depart from the 
resonant roll period, the effect of additional 
(viscous) damping on sway and yaw motions 
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becomes less important, as evidenced in Figs. 17 and 
18. 

To assess the performance of the roll decay 
coefficients in irregular seas, time domain 
simulations in 6-DOFs have also been performed 
with the linear model (in terms of hydrostatic and 
Froude-Krylov actions), without the introduction of 
external damping on sway and yaw, i.e., only the 
linear plus quadratic roll damping coefficients have 
been allowed. Simulations with the nonlinear model 
(in terms of hydrostatic and Froude-Krylov actions) 
have also been performed for the cases with roll 
damping from wave tests (wave resp. NL) and from 
roll decay tests (decay NL). Figs. 22 to 24 present 
the roll response spectra of those simulations. 

 
Figure 22: Roll response spectra for Irr1 – effect of roll decay 
damping coefficients and nonlinearities. 

 
Figure 23: Roll response spectra for Irr2 – effect of roll decay 
damping coefficients and nonlinearities. 

 
Figure 24: Roll response spectra for Irr3 – effect of roll decay 
damping coefficients and nonlinearities. 

In general, the simulations based on roll decay 
damping coefficients predict larger roll responses 
than those of based on roll damping from the 

calibration of roll in waves, both for the linear and 
nonlinear model. The nonlinear model provided 
simulations with larger roll predictions than its linear 
counterparts, both considering the roll damping 
decay coefficients and the wave-response based 
coefficients.  

The roll predictions for Irr2 seem to be not 
satisfactory in any of the time-domain approaches. It 
should be noticed, however, that under this sea 
condition the experimental measured roll was very 
small (barely exceeded 2º) and the frequency-
domain (spectral) approach obtained after 
calibration of the external roll damping coefficient 
provided more satisfactory results (fig. 17). For Irr1, 
whose peak is close to the roll resonant period, 
except from the nonlinear model with decay 
coefficients, the results from all the time domain 
approaches presented satisfactory results, with 
slightly better agreement for the nonlinear model 
with damping coefficients from wave tests or the 
linear one with roll decay coefficients. For Irr3, it is 
quite evident that either the linear or nonlinear model 
can be adopted since the roll damping coefficient is 
calibrated from wave tests. Roll damping 
coefficients from decay tests excessively overpredict 
the roll responses for this sea state. 

7. CONCLUSIONS 
The present study analyzed the effect of roll 

damping on the direct assessment of roll motions for 
a VLLC without forward speed. Experimental data 
and numerical simulations have been explored or 
regular and irregular wave conditions. Three sources 
of roll damping coefficients have been applied: roll 
decay tests, calibration of experimental roll 
responses in waves and Ikeda’s prediction method 
(the original and the simplified approach). The 
following conclusions can be summarized: 
Á The frequency domain model adopted for the 

estimation of the external linearized damping 
coefficients in regular and irregular waves was 
able to satisfactory calibrate the experimental 
roll responses. 

Á The linearized roll damping coefficients from 
the calibration of the experimental roll responses 
in waves displayed greater values than those 
from decay tests, especially for the larger roll 
amplitudes. 
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Á Damping coefficients from original Ikeda’s 
method displayed particularly good agreement 
with decay test results. Yet, the simplified 
Ikeda’s approach overpredicted roll damping for 
the smaller roll amplitudes and underpredicted 
for the larger ones. Wave and bilge keel 
damping components have been regarded as the 
main source of discrepancies. 

Á Roll damping coefficients from decay tests tend 
to overpredict the roll responses. 

Á The effect of nonlinearities in hydrostatic and 
Froude-Krylov actions are not relevant for the 
regular wave conditions, while for irregular 
waves the influence is more apparent. In general, 
those nonlinearities tend to produce larger 
responses than their linear counterparts. 

Á Sway and yaw motions are essential for accurate 
time-domain roll motion predictions. 3-DOF 
models (heave, roll, and pitch) excessively 
overpredict roll responses. 

Á For the sea states with peak periods around roll 
resonance, the introduction of external (viscous) 
linearized damping on sway and yaw motions 
improve the prediction of roll responses. 

Á Accurate estimation of roll damping for each test 
condition is more relevant than the effect of 
nonlinearities in restoring and Froude-Krylov 
actions. Thus, roll predictions based on 
(linearized) roll damping coefficients from wave 
tests are, in general, more reliable than those 
based on roll decay coefficients. 
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ABSTRACT 

The paper complements an earlier publication by the authors addressing the probability of survival in the IMO 
framework for damage stability assessment, the s-factor. The focus here is on the probability of occurrence of 
a certain damage scenario (breach), conditional on its dimensions and location (centre and port or starboard 
side), the p-factor. Pertinent assumptions and limitations are explained, following its evolution for specific 
application to passenger ships. Attempts to provide analytical descriptions of the damage breach distributions 
as tetrahedra shapes positioned along the ship length whilst accounting for changes in ship geometry, structural 
arrangements, and subdivision for consumption by the wider profession has led to misconceptions and 
misunderstandings of what exactly the p-factor is in the context of probabilistic damage stability calculations. 
This is evidenced by the fact that the same original damage breach distributions, derived in Project HARDER, 
based on largely cargo ships with age spread over the last three decades of the previous century, are still being 
used today for all ship types, including modern passenger ships. Filling this gap, a new database for passenger 
ships developed in the EC-funded Project FLARE, is briefly presented, leading to new damage breach 
distributions specifically for passenger ships. It is believed that this paper will throw considerable light in 
enhancing understanding on the p-factor, which has been cluttered with unnecessary complexity from the 
outset. 
Keywords: Ship damage stability, probabilistic and direct methods, damage breach distributions, p-factor. 

 

1. INTRODUCTION 
The probabilistic assessment of ship 

survivability after an accident should be a 
comprehensive process estimating the conditional 
probability of losing ship stability in the wake of a 
casualty. Even though the definition of a 
probabilistic framework developed for the last 30 
years, the actual regulations imposed by SOLAS 
2009/2020, (SOLAS, 2009), incorporate just a few 
elements of the provided research output. The only 
cause of accident included in the SOLAS framework 
is collisions, totally neglecting other sources of 
hazards for ships as groundings that could be more 
frequent and dangerous for certain kinds of vessels 
as passenger ships. Furthermore, SOLAS provides a 

classification of the safety level of a ship based on 
the evaluation of indices instead of promoting a 
direct approach for the estimation of flooding risk. 
In such a case, the resulting probabilistic assessment 
neglects relevant aspects for ship survivability as the 
operational area and operating environment, the 
structural arrangements, the breaches definition and 
distributions and the vessel type. More importantly, 
focusing on indices, as a substitute for direct 
assessment of flooding risk, deprives such 
assessment of the time element, hence crucial 
information on measures to affect improvements on 
the evolution of flooding leading to capsize as well 
as evacuation arrangements and associated Risk 
Control Options (RCOs) affecting evacuation in 
such scenarios. 
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On the other hand, SOLAS regulation provides a 
clear logic to evaluate ship survivability through an 
Attained Subdivision Index (A-Index): 

ὃ = ύ ẗ ὴ ẗ ί  (1) 

Where, 
j   represents the loading condition under 

consideration. 
J   represents the total number of loading 

conditions considered in the calculation of 
A, usually three draughts covering the 
operational draught range of the vessel. 

jw   represents a weighting factor applied to 
each initial draught. 

i   represents each compartment or group of 
compartments under consideration for 
loading condition Ὦ. 

I   is the total number of all feasible damage 
scenarios involving flooding of individual 
compartments or groups of adjacent 
compartments. 

ip
  is the probability that, for loading 

condition Ὦ, only the compartment or 
group of compartments under 
consideration are flooded, disregarding 
any horizontal subdivision. 

is  accounts for the conditional probability of 
survival following flooding of the 
compartment or group of compartments 
under consideration for loading condition 
Ὦ, weighted by the probability that the 
space above a horizontal subdivision may 
not be flooded. 

The use of A-Index as a safety measure gives a 
fully decoupled approach for the determination of 
flooding probability (p-factor) and ship survivability 
(s-factor), as it was clear since the first studies of 
Wendel on probabilistic damage stability assessment 
(Wendel, 1960, 1968). This simple but efficient 
distinction between casualty occurrence (p) and its 
consequence (s) can be used to incorporate research 
outcomes of the last decades in the field of ship 
safety. The present work gives a detailed overview 
of the enhancements provided within the FLARE 
project concerning the definition of p-factors, 

including relevant aspects of ship safety neglected or 
ignored by the current SOLAS regulation. 

2. P-FACTOR DEFINITION 
Whilst the s-factor relates to the probability of a 

ship surviving a given damage (breach) in each 
loading condition and environment (Vassalos and 
Mujeeb-Ahmed, 2021), the p-factor is used to define 
the probability of occurrence of a certain breach, in 
each one of the pertinent hazards (collision, side and 
bottom grounding) conditional on its dimensions and 
location (centre and port or starboard side). This 
entails the need of probabilistic information 
pertaining to each of these elements, which is 
provided by the marginal distributions of the breach 
dimensions and location. Breaches are defined as 3-
dimensional objects (location, side, and vertical 
position along the ship length). Deriving from this, 
damage breaches are often thought of and described 
as cuboids, however, this is not always the case. In 
areas where there is curvature in the vessel waterline, 
i.e., outside of the parallel mid body, the damage 
breach ceases to be described as a cuboid. Instead, 
the penetration element of the damage breach 
follows the profile of the waterline corresponding to 
the draught being examined, offset by the 
penetration Ly. The p-factor is unaffected by this 
assumption as the dimensional properties of the 
damage remain the same. Instead, the geometrical 
properties of the breach are changed, see Figure 1. 
However, the spaces affected by the damage breach 
can vary. 

 
Figure 1: Breach definition along the ship side 

All the clutter in the literature relates to how the 
p-factor is addressed in current SOLAS and how 
damage breaches are defined, concerning several 
pertinent characteristics: 
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¶ SOLAS approach to defining and using the p-
factor: 

“p-factor is the probability that, for a given 
loading condition, only the compartment or group of 
compartments under consideration are flooded, 
disregarding any horizontal subdivision”. SOLAS is 
still referring to “compartments” for collision 
damages only, using statistical data of breaches that 
relate to the last three decades of the previous 
century, the majority of which relate to cargo 
vessels; hence disregarding all related information of 
modern passenger ships, ship size, speed and 
structural arrangements, hence material and speed 
for the vessel under consideration. Moreover, the 
statistical database available in SOLAS includes 
allisions and contacts as part of the hazards. If there 
is no breach then there is no p-factor as its definition 
is conditional on heaving a breach of given 
dimensions, location, and position. 

¶ Whether the distributions are marginal or 
conditional probabilities: 

Even though marginal distributions are supposed 
to be independent, attention should be paid to the 
damage penetration. The SOLAS framework 
implicitly assumes that for a collision damage breach 
the ratio between dimensionless penetration and 
dimensionless length cannot exceed 15. Therefore, 
an upper limit should be introduced, having as main 
consequence that damage length should be generated 
before damage penetration. Specific reference to this 
is made in the explanations provided for Figure 4 in 
the following. 

¶ Derivations of the breach distributions based 
on statistical or direct approaches: 

Crash analysis using verified numerical Finite 
Element codes, e.g., LS-Dyna or faster super-
element codes, e.g., SHARP, as expanded upon later, 
are widely available, offering potential to address 
collision and grounding hazards for a specific ship in 
specified operational scenarios and environmental 
conditions. Yet, the profession continues to rely on 
statistical methods, using incomplete or in the case 
of passenger ships irrelevant statistical data, 
pertaining to cargo ships, for the definition of 
damage breaches.  

¶ Zonal or non-zonal approaches and definition 
of breaches in each approach: 

The reference of SOLAS to compartments, i.e., 
physical boundaries to be used in the integration of 
the probability distributions of breaches to derive the 
p-factors is still creating problems between the 
traditionalists and modern naval architecture. 
Former believe that the p-factor should be calculated 
with the help of the law of total probability, resulting 
from Kolmogorov axioms, as it is in the SOLAS 
Convention. Using MC sampling of the damage 
breach distributions is unable to calculate the true 
value of the A-index. As such, it is of no value for 
Naval Architects. This is the alienated view being 
referred to in the paper title. Notwithstanding the 
above, there are varying views on how to use the 
non-zonal approach with confusion being the 
standard situation.    

¶ Sampling methods for numerical 
simulations/calculations of ship survivability: 

Even though, there is some general guidance 
based on sampling error, there is no rigorous 
approach to define sample size for use in 
simulations/calculations, such number varying from 
1,000 samples to 100,0000, based on how closely the 
breach distributions are represented but without any 
reference to the reliability of data or the impact on 
damage stability calculation in using different 
sample sizes. 

¶ Crashworthiness considerations: 

The question of using crashworthy ship 
structures to positively affect (reduce) damage 
breach distributions is another element where 
confusion prevails, in terms of what exactly this is, 
how it can be used to improve damage stability, how 
it is calculated and how it is applied optimally. In 
particular, the fact that the probability term implicit 
in the p-factor does not change; only the condition 
pertaining to the damage size in a given location in 
the ship. As a result of this, even though the concept 
has been around for decades it has not found any real 
application in ship design in so far as damage 
stability is concerned. 

Each of these aspects will be further addressed 
in the following sections. 

SOLAS Damage Breach Distributions 
The derivation of p-factors, currently in use in 

SOLAS, originates from the HARDER project 
(HARDER, 1999-2003), (GOALDS, 2009-2012), 
(Bulian and Francescutto, 2010), (Lützen, 2001) 
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during which collision damage statistics were 
processed to obtain probabilistic damage breach 
distributions, in terms of damage longitudinal 
position, longitudinal extent, transversal extent, the 
upper limit of vertical extent and side of damage 
(port/starboard). The mathematical integration of 
these distributions over box-shaped domains allows 
expressing the p-factors in the known analytical 
format of SOLAS on ship subdivision. The SOLAS 
underlying damage distributions have been obtained 
by pooling collision accidents of all types of ships 
available at the time, spanning the last 3 decades of 
the previous century. Moreover, the damage 
distributions do not explicitly consider the structural 
design, or crashworthiness of the ship. Practically, 
this implies that even if a ship is designed with a high 
crashworthiness level, no gain is to be expected in 
terms of safety in the framework of the current 
regulations. A second consequence is that SOLAS 
damage distributions embody an ‘average’ 
crashworthiness level of the historically damaged 
ships, which is not necessarily representative of a 
specific type of ship, or applicable to any type of 
ship., and, in particular passenger ships, especially 
the modern giants populating the current fleet.  

More specifically, it is acknowledged that the 
collision statistics include in the main accidents 
involving cargo ships and tankers, Figure 2. 

 
Figure 2: Ship-type breakdown in collision statistics, Project 
GOALDS, (2009-2012). 

Geometrically, a collision-type damage is 
idealised in SOLAS as a box with two faces parallel 
to the waterplane, two faces parallel to the ship 
transversal plane and two faces following the hull 
longitudinal shape at the waterline. Furthermore, the 
damage box crosses the waterline as well as one side 
of the ship. In the general case, the damage is 

modelled using the 6 geometrical parameters (Lx, Ly, 
ZUL, ZLL, damage side), illustrated in Figure 3. 

 
Figure 3: Geometric properties of a damage breach 

From a probabilistic point of view, the SOLAS 
underlying damage breach distributions associated 
with each potential damage parameter are 
exemplified in Figure 4. This figure provides an 
overview of the geometrical model of a collision 
breach, together with the independent marginal 
cumulative distributions of the breach characteristics 
in non-dimensional form. Starboard and portside 
damages are equiprobable. The damage is defined as 
potential, meaning that it could extend also outside 
the vessel limits. This aspect requires particular 
attention concerning the positioning of the damage 
at the ship extremities, keeping consistency with the 
analytical formulation of zonal p factors. In case the 
potential damage is fully contained within the ship 
length Ls, Lx corresponds to the damage centre. If the 
damage partially extends outside the vessel, then the 
location of Xc should be changed as described in 
(Bulian and Francescutto, 2010). Even though 
marginal distributions are supposed to be 
independent, attention should be paid to the damage 
penetration Ly. The SOLAS framework implicitly 
assumes that for a collision damage breach the ratio 
between dimensionless penetration and 
dimensionless length cannot exceed 15. Therefore, 
an upper limit Lymax = 15.B.Ls/Lx should be 
introduced, having as main consequence that 
damage length should be generated before damage 
penetration. As a last remark, the internal limit of the 
damage follows the waterline at zÒT shifted by Ly, 
then the collision damage is not always box-shaped. 
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(a) (b) 

  
(c) (d) 

  
(e) (f) 

Figure 4: (a) Damage centre longitudinal position cumulative distribution function; (b) Damage longitudinal extent cumulative 
distribution function; (c) Damage transversal extent conditional cumulative distribution function; (d) Damage vertical position 
upper limit cumulative distribution function; (e) Damage vertical position lower limit cumulative distribution function; (f) 
Damage side index probability mass function. 

Deriving p-factors using Zonal and Non-Zonal 
Damage Breach Distributions 

In the zonal approach to probabilistic damage 
stability, currently adopted by IMO, collision 
damage cases are defined as three-dimensional 
cuboids, as outlined previously. These are 
determined following discretisation of the vessel 

subdivision into zones, which can be conducted 
either in line with physical subdivision boundaries or 
“virtual” boundaries. Damage probabilities (p-
factors) are then derived for each of these zonal 
damages, and combinations thereof, using damage 
statistics in the form of marginal distributions, as 
provided in Figure 5. Damage breach p-factors are 
then generated by integrating the joint probability 
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function of non-dimensional damage location and 
non-dimensional damage length Ὢ(ὼӶ ,ώ) with respect 
to each damage zone and combination of zones. The 
resultant probability then accounts for the 
occurrence of all damage cases that would fall within 
the range of either a single zone or a combination of 
zones. 

As non-dimensional damage location and non-
dimensional damage length are considered 
independent parameters, their joint probability 
density function can be expressed as shown in 
Equation 2. 
Ὢ(ὼӶ ,ώ) = ὥ(ὼӶ)ὦ(ώ) (2) 

The respective p-factor for a given damaged 
zone or combination of zones can then be calculated 
through the integration of the underlying probability 
functions for length and location as follows: 

ὴ(ὼӶ , ὼӶ ) = ὦ(ώ) ὥ(ὼӶ) ὨὼӶὨώ (3) 

 
Figure 5: 1-Zone damage example using the zonal method 

Once the probability of damaging a given zone 
or combination of zones is known, the zonal 
approach then requires two additional reduction 
factors ὶ and ὺ to account for the probability of 
differing degrees of damage penetration and height, 
respectively. The purpose of these factors is to weigh 
the damage probability in a manner reflective of the 
underlying damage distributions. Therefore, the 
final p-factor for a given zonal damage described by 
location, length, penetration, and height is given by 
Equation 4. 
ὴ = ὴ(ὼӶ , ὼӶ ) Ͻ ὶ(ὼӶ ,ὼӶ , ὦ ) Ͻ ὺ(Ὄ ) (4) 

In contrast, the non-zonal approach works by 
sampling pertinent damage probability distributions 
to produce a multitude of damage breaches, 
characterised by size and location. For this purpose, 

Monte Carlo sampling is generally adopted to create 
a damage sample from the marginal damage 
distributions previously described. The process 
utilises inverse transform sampling, which involves 
inverting the cumulative distribution function (CDF) 
of a given random variable, say Ὂ , to produce Ὂ . 
Random numbers, ό, are then generated from a 
uniform distribution in the interval [0, 1] and are 
inputted into the inverse CDF to solve for variable ὼ, 
see Figure 6. This creates a sample population of the 
random variable being addressed that is 
representative of the underlying distribution. 

 
Figure 6: Inverse transform sampling 

By applying the above process to each of the 
damage distributions, shown in Figure 4, damage 
breaches can be constructed by combining the output 
from each sampled distribution. For a given vessel, 
each of these breaches will lead to a certain 
combination of rooms having been compromised. 
Inevitably, a number of damage breaches will lead to 
the same rooms being affected, thus creating a 
smaller subset of distinct damage cases for use in the 
Attained Index calculation. The frequency of 
repeated cases is then used to determine the damage 
probability (p-factor), corresponding to n/N, where 
n is the number of breaches damaging the same 
compartment (thus referring to a damage case) and 
N is the total number of breaches generated (sample 
size). Figure 7 below provides an illustrative 
example of the difference between zonal and non-
zonal approaches. Here, on the left, the traditional 
zonal approach can be observed, where the 
probability of damaging the single zone highlighted 
is determined by integrating the joint probability 
function of damage location and damage length with 
respect to the extremities of the zone and its location. 
In contrast, on the right-hand side the non-zonal 
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approach is demonstrated, where individual sampled 
damage scenarios appear as unique points all 
affecting the same single-zone domain. Here, the 
damage probability for this one zone damage would 
be determined as n/N, which if a damage sample size 
of 1,000 scenarios is assumed, would lead to a p-
factor of 6/1000=0.006. If a sufficient damage 
sample is taken, the zonal and non-zonal p-factors 
will converge to the same value. 

 
Figure 7: Zonal Vs Non-Zonal 1-Compartment Damage 

The determination of p-factor is detailed in the 
HARDER project (HARDER, 1999-2003), Lützen 
(2001, 2002), Pawlowski (2004), and amended in 
SOLAS2009 probabilistic framework, IMO (2006), 
catering for collision hazards only. However, 
collisions are not the only possible hazard 
constituting the flooding risk for a ship, especially 
for passenger ships. For the latter, lack of due 
consideration for grounding (side and bottom) 
hazards at IMO level over the past few decades, 
catering for these through deterministic 
requirements, has shifted the flooding risk focus 
with side and bottom groundings constituting now 
the majority of the flooding risk for passenger ships. 
Figure 8 is indicative of the current situation with 
flooding hazards for passenger ships.   

 
Figure 8: Recent statistics on the flooding risk of passenger 
ships, Project FLARE, (2019-2022). 

Whilst SOLAS is still very relevant and the 
requirements for collision are still valid, there is a 

growing need for revision by adopting a more 
holistic regulatory framework accounting suitably 
for all pertinent hazards. Figure 8 from Project 
FLARE is indicative of the current situation with 
flooding hazards for passenger ships. The alarm for 
this state of affairs has been raised in the past, 
(Papanikolaou et al., 2004; Papanikolaou and 
Eliopoulou, 2008).  

Notwithstanding this, research on the topic of 
grounding hazards has been persistent and 
systematic, with significant contributions at IMO 
level from Projects SAFEDOR (2005-2009), 
GOALDS (2009-2012), EMSA III (2013-2015) and 
eSAFE (2017-2019) but IMO rejected to include this 
in pertinent regulations. Specific developments 
include an accident database addressing all hazards, 
(Mujeeb-Ahmed et al., 2021a) and leading to new 
damage breach distributions, (Mujeeb-Ahmed et al., 
2021b). Directly related to p-factors determination in 
probabilistic damage stability calculations, a non-
zonal approach for breach generation has been 
developed, e.g., (Zaraphonitis et al., 2015; Bulian et 
al., 2016), as well as calculations of all pertinent 
indices and their combination, based on the current 
IMO framework and accounting consistently for all 
hazards, (Zaraphonitis et al., 2017; Bulian et al., 
2020). 

Sampling Breach Distributions for Damage 
Stability Assessment 

When generating scenarios by sampling 
probability distributions, it is important to ensure 
that the sample is a fair and accurate representation 
of the underlying distributions. The magnitude of the 
error incurred here is predominantly a function of the 
sample size and as such, it is of great importance to 
ensure that a statistically valid sample is considered. 
However, as the sample size increases, so does the 
calculation time and computational cost, so one must 
seek to strike a balance between these two 
competing objectives.  In order to make this 
determination, two approaches could be pursued; 
one using a commonly adopted engineering 
approach and a more rigorous mathematical 
approach in the sampling process. In this respect, 
there are two points to consider. The first relates to 
how accurately the sampling process represents a 
given distribution in which case a rigorous approach 
will produce netter results. The second relates to the 
uncertainty in the determination of the statistical 
distributions being derived from limited accident 
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data (the marginal distributions expanded upon in 
earlier). In the latter case, given the fact that accident 
data is limited and unlikable, unwarranted accuracy 
in the sampling process might not bear improved 
accuracy in the calculation of damage stability and 
survivability (Attained Index of Subdivision from 
static calculations and Survivability Index from 
time-domain simulations), using suitable numerical 
models, (Vassalos and Paterson, 2021).     

Adopting a pragmatic approach, the Standard 
Error (SE) of the mean may be used to ascertain 
sample quality and is a measure of the accuracy in 
which the sample mean ὼӶ reflects the actual 
distribution mean ɛ, calculated in accordance with 
Equation 5. Two examples of distributions are 
considered here. One addressing a single parameter 
(SOLAS distribution of sea states, characterised by 
Hs) and the second, flooding risk aggregation, in this 
case represented by the time it takes a specific ship 
to capsize in pertinent critical flooding scenarios, 
CDF of time to capsize, (TTC). By assessing the 
magnitude of the Standard Error as a function of 
sample size (N), the relationship between these two 
parameters can be derived, as shown in Figure 9, for 
the first case. Here, it can be observed that there are 
diminishing returns in error reduction for sample 
sizes greater than 750 samples. Similar tendencies 
were identified when assessing other parameters in 
this way, with a variation ±50 samples found across 
all cases. This would indicate an optimal sample size 
of 700-800 samples, in this particular case. 
However, the sampling process itself, provides a 
subset of all probable cases with proportional 
representation of various extents but fails to capture 
all possible scenarios. This is particularly true in the 
case of low probability events (the rail-end of such 
distributions), which are often poorly represented 
within small samples. To provide an example, if one 
were to compare a random damage sample to zonal 
damages, the ratio of 2-compartment to 4-
compartment damages would most likely be the 
same in each case, however, the sample would only 
consider a fraction of all probable 2 and 4-
compartment cases. As such, by increasing sample 
size a greater number of these “black swan” events 
would be captured, even though the error may 
remain for the most part unchanged. 

ὛὉ =  
„
Ѝὲ

 (5) 

Where, 

ů = sample standard deviation 
n = number of samples 

 
Figure 9: Standard Error (SE) relative to sample size (N) for 
Hs 

In addition to considering the Standard Error, 
confidence intervals are normally derived for each 
sample in order to illustrate the range of confidence 
across the sample CDF. For this purpose, the 
Dvoretzky–Kiefer–Wolfowitz inequality, 
(Dvoretzky, 1956), is being utilised, which allows 
different rates in violation to be identified across the 
range of the distribution, see Equations 6 and 7. An 
example of how this error varies relative to sample 
size is also provided in Figure 10. 
Ὂ (ὼ) ‐ Ὂ(ὼ)  Ὂ (ὼ) + ‐ (6) 

‐ =
ὰ𝑙𝑙
2ὲ

 
 

(7) 

Where, 
F(x) = the true sample CDF 
Ὂ (ὼ) = lower and upper bounds 
1-Ŭ = level of confidence, i.e., Ŭ=0.05 for 95% 

confidence 

 

(a) 
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(b) 

Figure 10: Confidence intervals: (a) 100 samples; (b) 1,500 
samples 

Considering the sampling process from a more 
mathematical perspective, studies and applications 
in computer science suggest that Latin Hypercube 
(LH), Quasi-Monte Carlo (QMC) or Randomised 
Quasi-Monte Carlo (RQMC) methods ensure a 
faster convergence rate than the traditional Monte 
Carlo approach when addressing complex functions, 
(Cools and Nuyens, 2014). Considering this in the 
particular case of application to damaged ship 
stability/survivability, a preliminary study, limited 
to Cruise RoPax bottom groundings, has been 
carried out for the non-zonal approach implementing 
a RQMC sampling method on a reference barge, 
(Mauro et al., 2021). Traditionally, the application of 
Monte Carlo sampling of pertinent distributions in 
assessing ship survivability is well documented, 
(Vassalos and Paterson, 2021). However, such a 
method introduces randomness in the process, 
leading to a dispersion of the attained survivability 
index within multiple sets of generated damages. To 
this end, recent work in Mauro et al. (2021) 
investigates sampling methods alternative to Monte 
Carlo, based on Latin Hypercube and Randomised 
Quasi-Monte Carlo processes. The sampling 
methods application for collisions, side and bottom 
groundings on a reference barge available in the 
literature for benchmark purposes shows that the 
Randomised Quasi-Monte Carlo method based on 
multidimensional Sobol sequences grants a lower 
dispersion of the final survivability index data within 
samples of equivalent size. The application on a 
sample Cruise ship of Monte Carlo and Randomised 
Quasi-Monte Carlo methods highlights the 
possibility to reduce the number of damages 
necessary to evaluate the survivability index within 
an engineering consistent confidence interval. The 
sampling process of damages within the SOLAS 
probabilistic framework has been analysed, 

proposing three alternative sampling processes 
useful to reduce uncertainties and A-index 
variability whilst adopting a non-zonal approach. 
More specifically, the performance of LH and 
RQMC sampling with standard MC approach is 
addressed. The test case for collision, bottom and 
side grounding damages on a simple reference barge, 
highlights how the RQMC method based on multi-
dimensional Sobol sequences (SMPL-3) gives more 
benefits than other procedures in the reduction of 
variability for partial and total A-indices 
calculations. A detailed analysis on the evaluated p-
factors highlights that the reduction of variability in 
A-Index is strongly related to the reduction of the p 
values evaluated per each unique damage case 
among multiple repetitions. Moreover, SMPL-3 
method is capable to detect a higher number of 
unique damage cases compared to other methods. 
Therefore, it could significantly reduce the number 
of samples to be generated to achieve a target 
confidence level on the results. The benefits 
provided by SMPL-3 have been further highlighted 
testing the sampling process on a complex internal 
layout, more granular than traditional geometries 
used for static calculations. Comparing results with 
traditional MC sampling, it has been found that the 
SMPL-3 method grants the same Confidence 
Interval (CI) on the final A-index using 
approximately 1/3 of the total breach samples. 
However, to clearly identify a suitable lower limit 
for the sample size needed for damage stability 
assessment, a more extensive study on a wider 
number of ships with different size is needed. 
Nevertheless, the results on the reference barge and 
on the sample cruise ship indicate that the adoption 
of SMPL-3 method could be very effective with 
different internal layouts and size. The same 
procedure can be extended also for dynamic 
analysis, where the benefits in terms of calculation 
reduction could be even higher than for static 
calculations. 

Structural Crashworthiness 

General Considerations 
Structural design has traditionally been exploited 

as a means of managing safety, related to accidental 
loads and breaches of hulls. In the 20th century, 
nuclear-powered ships faced a clear danger if the 
reactor were to be physically damaged, e.g., by a 
ship-to-ship collision. This led to Woisin, (Woisin, 
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1979) describing some reconfiguration of the hull 
that would result in a higher tolerance in the collision 
energy of the side structures prior to undergoing 
breaching. These first investigations served the 
purpose of, not only creating more crashworthy side 
structure designs, but also in capturing the 
mechanics of ship-to-ship collisions. From that 
period, the work of Minorsky, (Minorsky, 1959) 
should be noted, which established the proportional 
relationship between the capacity to absorb collision 
energy and the volume of the structure involved in 
deformation. McDermott (McDermott and R.G. 
Kline, 1974) showed that the key element for ship 
structures to have an extended capacity to absorb 
energy is to allow the structure to undergo large 
membrane tension. Based on his conclusion, 
substantial work followed with Pedersen and Zhang 
(2000), attempting to estimate collision energy and 
loads based on the Minorsky empirical formula, 
while Amdahl (1982), Lützen (2001), Wierzbicki 
and Abramowicz (1983), and Kitamura (1997, 
2001), developed analytical methods using an upper-
bound theorem, referred to super-element solutions, 
the latter addressing both collisions and groundings. 
Deriving from these findings, a series of novel 
designs of both side and bottom structures have been 
and are still being investigated, Lehmann and 
Peschmann (2002), Ludolphy and Boon (2000), 
Graaf et al. (2004), Naar et al. (2002), Klanac (2011) 
and Klanac et al. (2005). What all these studies have 
in common is that their conceptual developments are 
focused on the definition of the topology of a novel 
crashworthy structure, such as shown here in Figure 
11. 

 
Figure 11: Concepts of crashworthy structures: (a) 
Longitudinal structure on-board an inland waterway gas 
carrier, Ludolphy and Boon (2000); (b) Transverse structure 
on board a RoPax vessel, Ehlers et al. (2008); (c) Corrugated 
structure on board an inland waterway, Ehlers et al. (2008). 

Based on these estimation methodologies, many 
studies have been conducted focusing on protecting 
certain regions of interest against external forces, 
such as offshore structures in Storheim and Amdahl 
(2014), Mujeeb-Ahmed et al. (2020), an LNG tanker 

in Wang and H. C. Yu, (2008). More recently, Paik, 
(2007, 2020) and Wilson (2018), proposed advanced 
techniques for finite element modelling to simulate 
structural crashworthiness with increased accuracy 
in collisions and groundings. Most of these studies 
conclude that the crashworthiness of ships can be 
controlled effectively with conventional double-
bottom and double-sided structures. Concerning the 
latter, a detailed methodological approach has been 
presented in Conti et al. (2021), with application on 
a Cruise ship operating in the Finland archipelago, 
which is further elaborated later. 

Impact of crashworthiness on p-factors 
As mentioned earlier, the damage probability 

distributions utilised within SOLAS are based on 
accident statistics without taking explicitly into 
account the structural design, or crashworthiness of 
the ship. This implies that even if a ship is designed 
with a high crashworthiness level, no gain is to be 
expected in terms of safety in the framework of the 
current regulations. In principle, SOLAS damage 
distributions embody an ‘average’ crashworthiness 
level of the historically damaged ships, which is not 
representative of a specific type of ship, for example 
modern passenger ships. However, in the same way, 
these distributions can also be formed on the basis of 
the crash analysis conducted on an area within the 
vessel having structural protection. This would yield 
local damage distributions (p-factors) to be used 
instead of the standard SOLAS assumptions in case 
of damages involving such protected spaces. The 
impact of this consideration is demonstrated 
heuristically in Figure 12 and expanded further in 
Section 4. 

 
Figure 12: Impact of a crashworthy ship structural section 
(blue line) on the damage breach penetration distribution for 
a typical ship structure (black line)  
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3. STATISTICAL APPROACH TO P-
FACTOR DETERMINATION 
Probabilistic distributions of ship collision and 

grounding breaches is an essential part in the design 
of crashworthy ships. As indicated earlier, current 
SOLAS damage distributions for collision are 
developed based on all ship types. However, large 
differences in ship design, operation, and safety 
regulations, may render such assumptions invalid. 
Moreover, the number of accidents leading to 
flooding of large passenger ships are rare, which 
poses a statistical challenge to obtain desired and 
accurate distributions. Over the years, there has been 
continuous research effort toward the development 
of damage breach distributions, through various EU-
funded projects such as HARDER (1999-2003), 
SAFEDOR (2005-2009), GOALDS (2009-2012), 
EMSA III, (2013-2015) and eSAFE, (2017-2019). 
However, what is currently adopted by SOLAS 
regulations still pertains only to the earliest of these 
projects, namely Project HARDER. To address this 
gap, a concerted effort in the EU Project FLARE, 
focused on devising new damage breach 
distributions, specifically for large passenger ships, 
whilst addressing both collision and grounding 
accidents. To this end, use is made of a newly 
developed accident database undertaken within this 
project, leading to the development of pertinent 
damage distributions for damage length, height, 
penetration, and damage location. 

Overview of the FLARE accident database 
This section provides a brief discussion of the 

flooding database developed in FLARE, Mujeeb-
Ahmed (2021a, 2021b). Figure 13 illustrates the 
distribution of flooding cases for different types of 
accidents, spanning the period 1999-2020 for Cruise 
and RoPAX ships, extracted from IHS Sea-web. The 
record shows that the number of hull/machinery 
damages and grounding dominate, followed by 
collision. This study focuses mainly on ship flooding 
due to the initiating events developing external to the 
ship, namely collision and grounding, disregarding 
contact where only a few flooding events (8) are 
registered. 

 
Figure 13: Number of flooding cases for different accidents 
registered over the last 20 years for Cruise and RoPax ships. 

Data Filters 
Focusing on the scope of the database 

development, the following filters are employed to 
extract the casualty and fleet at-risk data: 
¶ Accident period: 1999-01-01 to 2020-10-31 

(last 20 years) 
¶ Accident type: collision and grounding 
¶ Ship size: GT Ó 3500 
¶ Ship length (overall): Ó 80 m 
¶ Ship type: Cruise, RoPAX, Pure passenger, and 

RoPAX (Rail) 
¶ Location: worldwide 
¶ Class type: IACS and non-IACS (for the fleet at 

risk)  
Keeping in mind the 1995 SOLAS Conference 

and scope of the FLARE project, worldwide 
accidents during the last 20 years have been 
investigated. The identification of different 
accidents into collision and grounding are in line 
with the definition of accident types mentioned in 
IMO MSC/Circ. 953, i.e., Collision: striking or 
being struck by another ship (regardless of whether 
underway, anchored, or moored); stranding (or 
grounding): being aground, or hitting/touching shore 
or sea bottom or underwater objects (wrecks, etc.). 
To filter large passenger ships from the database, a 
lower threshold value of 3,500 GT is selected, 
representing an average value based on a simple 
comparison of Cruise and RoPAX ships having an 
overall length of 100 m. It is, essentially, a 
compromise between having enough data in the 
database for meaningful statistical analysis while 
focusing on large passenger ships. For the same 
reason, the filter for the ship-built year in the 
accident period has not been applied in this study. 
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Data Sources 
Figure 14 summarizes various sources from 

which the data is collected. The FLARE database is 
built mainly on five sources, supplemented by data 
from ship operators and other public sources, 
namely: 
¶ Sea-web (by IHS Markit), IHS, (Sea-web, 2021) 
¶ IMO GISIS (Global Integrated Shipping 

Information System), (IMO GISIS, 2021). 
¶ EMSA EMCIP (European Marine Casualty 

Information Platform), (EMSA EMCIP, 2021). 

 
Figure 14: Main information sources of the FLARE 
database 

Initially, all the collision and grounding 
accidents were thoroughly examined based on the 
different accident categories defined in the Sea-web, 
whilst cross-checking accident data with available 
accident reports and other online sources. 

Data Taxonomy 
A well-structured taxonomy has been defined to 

ensure the data is captured and organised in a 
meaningful manner. The newly updated taxonomy 
results are evolved from the Sea-web, EMSA 
EMCIP, and IMO GISIS databases with the addition 
of fields related to the natural light at the time of the 
accident, more explicit details on the weather 
conditions, damage component, and location. 

Probabilistic Modelling of Breach Distributions 
Based on the developed accident database, a 

detailed statistical analysis was undertaken to derive 
breach distributions for pertinent ship types and 
hazards. Most of the breach information mentioned 
in the database contains qualitative descriptions, for 
example relating to the breach as the hole, gash, tear, 
crack, above/below the waterline, etc., with no real 
quantitative measures of the damage opening. Table 
1 shows the number of samples provided for the 
different damage locations in collision and 

grounding accidents whilst Table 2 indicates the 
total number of breach data (quantitative measures) 
available in the database for collision, side, and 
bottom grounding. The figures clearly indicate that 
the recorded number of cases is scarce, especially for 
damage penetration, where such information has 
been registered in only one case (bottom grounding). 

Table 1: Number of accident cases providing qualitative 
measures of hull damage positions 

Damage Position Collision Grounding 
Bow 56 7 
Stern 4 8 
Port 48 12 
Starboard 84 46 
Above the waterline 66 3 
Below the waterline 19 85 

 

Table 2: Number of accident cases providing quantitative 
measures of hull breaches 

Damage 
extents 

Collision Side grounding Bottom 
grounding 

Length (L) 32 14 12 
Width (W) 10 10 5 
Penetration (D) 0 0 1 

 
Figure 15 to Figure 17 show the percentage of 

accidents in the longitudinal, transverse, and vertical 
damage positions of the ship hull related to collision 
accidents. For both RoPAX and Cruise ships, a 
similar trend is observed for all the damage 
positions. Along the length (longitudinal) position of 
the ship, the bow of the ship dominates, which 
includes 42% RoPAX and 52.6% Cruise. The 
majority of the collisions occurred above the 
waterline (84.6% RoPAX and 77.8% Cruise). The 
collisions at the starboard side (52.9% RoPAX and 
54.5% Cruise) of the ship marginally dominate the 
port side. 

 
Figure 15: Longitudinal distribution of damage breaches 
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Figure 16: Transverse distribution of damage breaches 

 
Figure 17: Vertical distribution of damage breaches 

The statistical characteristics of damage 
parameters (length and width) are analysed based on 
the best-fit probability distribution function (PDF). 
The goodness-of-fit (GOF) method, using the 
Kolmogorov–Smirnov (K-S) tests combined with 
probability plots for a 95% confidence interval, is 
used to verify the selected PDF compatibility. The 
most well-known PDFs were chosen based on their 
popularity and relevance. The selected PDF is 
further confirmed using the lowest test statistics, 
which is the difference between the data sample and 
the fitted empirical CDF. Based on the results of the 
statistical analysis, the PDF and CDF of the damage 
characteristics were established for collision, bottom 
grounding, and side grounding. Figure 18 shows the 

breach probability distributions for damage length 
and breadth for the 3 hazards (collision, side and 
bottom groundings). These distributions need to be 
normalised by accounting for the fleet at risk for 
each one of the hazards and, of course, as indicated 
earlier, 6 distributions are needed for each hazard to 
completely describe the breach distributions. The 
results presented here are early work in the Project 
FLARE to be completed in due course. The purpose 
of presenting it here is to demonstrate the 
methodology that needs to be followed in the 
statistical approach for damage breach definitions. 

Table 3 summarizes the details of the types of 
distributions selected and their parameters, along 
with the corresponding p-factors. 

Table 3: The probability distribution of breach extents for 
collision, bottom, and side grounding. 

Accident 
type 

Damage  
characteristics 

PDF Parameter 

Collision Damage length 
(L) 

3-P Log-
logistic 

1.2086a =  
3.64b =  
0.0042g =  

Damage width 
(W) 

3-P Log-
logistic 

1.5891a =
2.6846b =
0.1695g =  

Bottom 
grounding 

Damage length 
(L) 

2-P 
Weibull 

0.5055a =
13.22b =  

Damage width 
(W) 

3-P 
Weibull 

0.4146a =
4.939b =  
0.008g =  

Side 
grounding 

Damage length 
(L) 

3-P Log-
logistic 

0.5635a =
1.219b =  
0.07g =  

Damage width 
(W) 

General 
extreme 
value 

0.9275a =  
0.4160b =
0.3089g =  

Note: 3-P and 2-P denotes three-parameter and two-parameter, 
respectively. 

  

(a) (b) 
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(c) (d) 

  
(e) (f) 

Figure 18: (a) CDF of damage length (L) for collision; (b) CDF of damage width (W) for collision; (c) CDF of damage length 
(L) for bottom grounding; (d) CDF of damage width (W) for bottom grounding; (e) CDF of damage length (L) for side 
grounding; (f) CDF of damage width (W) for side grounding. 

 

4. DIRECT APPROACH TO MODELLING 
BREACH DISTRIBUTIONS 
The first step of the methodology is to run a very 

large number of scenarios, for each hazard in 
question, namely collision, side grounding and 
bottom grounding, considering a reference ship. The 
aim is to simulate a large range of representative 
breaches, adopting for example, a design of 
experiments strategy and using suitable crash 
analysis software. In the example presented here, the 
Super-Element software SHARP is utilised and the 
hazard considered is collision. In the particular 
example considered, a collision scenario is defined 
by the following parameters: (a) striking ship type, 
(b) striking ship initial surge velocity, (c) struck ship 
initial surge velocity, (d) impact longitudinal 
position, (e) collision angle, (f) striking ship draft 
and (g) struck ship draft. For each of these 
parameters, a range of values has been defined in 
order to build a load case matrix capable of inducing 

a large range of pertinent breaches. 1,980 collision 
scenarios have been defined by considering the 
combination of parameters presented in Table 4. As 
indicated earlier, current SOLAS damage 
distributions for collision are developed based on all 
ship types. In this respect, considering that the 
number of accidents leading to flooding of large 
passenger ships are rare, as demonstrated by the data 
presented in Section 3, this poses a statistical 
challenge to obtain desired and accurate 
distributions. This, in turn, makes a direct approach 
much more attractive, especially considering that the 
right tools are available for this purpose. 

Table 4: Parameters used in collision crash analysis 
Parameter Unit Values 

Striking ship type 11 ships (see Table 5) 
Striking ship initial surge 
velocity (m/s) 

2, 4, 6, 8, 10 

Impact longitudinal position 
(m) 

95.2, 103.6, 112 

Collision angle (degrees) 30, 45, 60, 90 
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Table 5: Striking ships general characteristics 
ID Vessel Type Length overall 

(m) 
Moulded breadth 
(m) 

Draft 
(m) 

Depth 
(m) 

Displacement 
(Tonnes) 

1 Cargo  92.2 14.0 4.9 10.0 3,500 
2 CSV 80.0 17.6 6.8 13.8 3,500 
3 Chemical carrier 110.0 19.5 7.6 10.6 11,064 
4 Gas carrrier 155.0 22.70 6.92 17.95 16,006 
5 Cargo 145.0 15.87 8.00 11.15 15,415 
6 RoRo 180.0 30.50 6.80 15.80 22,062 
7 Passenger 251.0 28.80 6.60 19.35 29,558 
8 RoPax 221.0 30.00 6.90 15.32 30,114 
9 Bulk carrier 180.0 30.00 10.00 15.00 50,000 
10 Container 300.0 48.20 12.50 24.60 119,130 
11 Tanker 274.0 42.00 14.90 21.00 140,000 

With respect to the definition of the collision 
scenarios, it is to be noted that: 
¶ Since SHARP considers the structural 

description of one half of the ship (collisions are 
modelled at port side), the structure of the ship 
has been considered symmetrical and hence a 
unique model is used. 

¶ In all simulations, the struck ship is supposed to 
be at rest (no initial surge velocity). This is in 
accordance with Lützen (2002), who observed 
from the collision accident statistics that the 
most likely surge velocity of the struck ship 
would be zero. Furthermore, the ship considered 
for the case study having very limited draft 
variability, the struck ship was assumed to be at 
design draft. 

¶ According to the probabilistic damage analysis 
model, the longitudinal position is independent 
of all other damage variables. On this basis, 
only impacts at the midship section are 
modelled. However, the actual longitudinal 
position varied so that transverse bulkheads can 
also be directly hit.  

In simulating collision scenarios, a large range of 
striking ships is considered, as it drives the damage 
size obtained but also the relationship between the 
damage longitudinal, transverse and vertical extents. 
For the analysis presented here, 11 striking ships of 
various types and dimensions were modelled. The 
general characteristics of the striking ships 
considered represent the world fleet and are shown 
in Table 5. 

For this case study, all the calculations have been 
carried out considering a reference ship the 
FLOODSTAND SHIP B Cruise ship, Luhmann 
(2009), the main particulars of which are given in 
Table 6. The super-element structural description 
has been modelled for a section that is 100 m long 

along the ship parallel body and centred on the mid-
ship section. All materials have been modelled as 
rigid-perfectly plastic with S235 mild steel 
properties (see Table 7). The failure strain - which in 
SHARP is compared to the averaged tension stress 
within the super-elements - has been considered 
equal to 10%. Similar values have been observed by 
other authors to provide a good fit between super-
element predictions and experimental results, Zhang 
(1999), Lützen, (2002), Buldgen et al. (2012). The 
SHARP super-element model of the struck ship is 
shown in Figure 19. Its hydrodynamic properties as 
required by MCOL have been obtained using the BV 
Hydrostar software, (BV, 2019). 

Table 6: Reference ship main particulars 
Parameter Value 

LPP [m] 216.8 
Breath moulded B [m] 32.2 
Depth D [m] 16 
Draft T [m] 7.2 
Displacement [tonnes] 33,923 

Table 7: Material parameters considered 
Parameter Value 
Yield strength [MPa] 235 
Tensile strength [MPa] 400 
Flow stress [MPa] 317.5 
Failure strain [-] 10% 

 

 
Figure 19: Struck ship SHARP model 
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As far as the striking ships are concerned, the 
bow shape has been modelled in SHARP and the 
ships have been assumed to be rigid. For the studied 
ship, this assumption is supported by the finite 
element analysis (FEA) computations carried out 
during the benchmark of SHARP using striking ship 
8, which showed a good agreement between the FEA 
and SHARP results. 

After simulation of all collision scenarios and 
filtering damages not compatible with SOLAS 
description (i.e., mainly damages with lower vertical 
limit above the waterline), it was examined to which 
extent potential SOLAS damages can be practically 
simulated. This is demonstrated in Figures 20-24, 
where the main damage parameters (ὒ ,ὒ , ᾀ , ᾀ ) 
are presented by pair plots. Overall, it is deemed that 
the SOLAS domains are well populated by the 
simulation results. Some unpopulated areas are 
discussed below: 
¶ Figure 20 shows that no damages of length 

higher than 50 m are obtained. A potential 
explanation is that the calculation matrix lacks 
very severe scenarios. Another explanation 
would be that for the reference ship considered, 
the SOLAS damage limit of 60 m cannot be 
physically reached when considering realistic 
scenarios. 

¶ Figure 20 also shows that longitudinal damages 
higher than 20 m (ὒ > 20 ά) with low 
penetrations (ὒ <  2.5 ά) cannot be simulated. 
This may be due to the fact that no initial surge 
velocity was considered for the struck ship. It 
could also come from the underlying SOLAS 
model, which considers that for such type of 
damages, the longitudinal and transverse extents 
are independent. 

¶ Figure 21 shows that the domain is well 
populated due to the large striking ships 
database. No damages have been simulated with 
the damage upper limit slightly above the 
waterline and the damage lower limit slightly 
below. The simulation of such damages would 
typically require that the damage is due to the 
bulb of the striking ship only and that the 
combination of striking ship draft and bulb 
height is adequate. 

¶ From Figure 22, it can be noted that no 
longitudinal damage can be simulated with 
vertical position just above the waterline. 
However, this was expected since long damages 
mainly correspond to the more massive striking 
ships with high freeboard. 

¶ Figure 23 shows that simulated damages with 
large penetration have lower vertical limit close 
to the ship bottom. This was expected given the 
bow shapes of the striking ships.  
In Figure 24, the results from Figure 20 are 

shown after clustering the data into either striking 
ship initial velocity or collision angle. It is observed, 
as expected, that the striking ship initial velocity has 
a significant influence on the damage extent and that 
the collision angle has a strong impact on the damage 
length. 

 
Figure 20: Penetration versus damage length for simulated 
damages 

 
Figure 21: Damage vertical position upper limit versus lower 
limit for simulated damages 
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(a) (b) 
Figure 22: Damage vertical positions versus damage length for simulated damages: (a) upper limit; (b) lower limit. 

 

 

(a) (b) 
Figure 23: Damage vertical positions versus penetration for simulated damages: (a) upper limit; (b) lower limit. 

 

(a) (b) 
Figure 24: Penetration versus damage length for simulated damages: (a) data clustered by collision angle; (b) data clustered 
by striking ship initial velocity 
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5. CONCLUSIONS 
Despite a late start and slow early development 

in the subject of probabilistic damage stability, the 
past three decades have seen remarkable progress in 
the evolutionary development of this subject. Such 
progress covers specific elements in the probabilistic 
damage stability calculation/simulation process as 
well as the process itself. Focussing on the requisite 
data for such calculation/simulation, no input is 
more important than the damage breaches for each 
related hazard (collision, side grounding, bottom 
grounding) and associated probabilistic content, so 
called p-factors. Pursuing clarification in such 
determination, the following areas and concerns 
have been addressed, leading to specific conclusions 
and recommendations for further work to improve 
knowledge in this specific subject: 
¶ Clarification on what exactly p-factors are and 

how they are defined in terms of marginal 
distributions of six parameters: length, breadth, 
height, location, side of ship, upper and lower 
location. 

¶ How to sample such distributions in order to 
ensure sufficient accuracy in the damage 
sample.  

¶ Explanation of what constitutes zonal or non-
zonal methods in damage breach generation. 

¶ Derivation of the marginal breach distributions 
based on statistical methods, describing, and 
using a new accidents database, specific for 
passenger ships and addressing all pertinent 
hazards (collision, side grounding, bottom 
grounding). 

¶ Explanation and demonstration of a direct 
approach to deriving pertinent p-factors, using a 
passenger ship operating in the Gulf of Finland.  

REFERENCES 
Amdahl, J., 1982, “Energy absorption in ship-platform impacts”, 

Doctoral thesis. Norweigian Institute of Technology. 

Buldgen, L., Le Sourne, H., Besnard, N., Rigo, P., 2012, 
“Extension of the super-element method to the analysis of 
the oblique collision between two ships”, Mar. Struct., 29, 
22-57. 

Bulian, G., Cardinale, M., Dafermos, G., Lindroth, D., Ruponen, 
P., Zaraphonitis, G., 2020, “Probabilistic assessment of 
damaged survivability of passenger ships in case of 
grounding or contact”, Ocean Engineering, 218, 107396. 

Bulian, G., Francescutto, A., 2010, “Probability of flooding due 
to grounding damage using a p-factor formulation”, 

GOALDS Project. 

Bulian, G., Lindroth, D., Ruponen, P., Zaraphonitis, G., 2016, 
“Probabilistic assessment of damaged ship survivability in 
case of grounding: development and testing of a direct non-
zonal approach”. Ocean Engineering, 120, 331-338 

BV, 2019, “Hydrostar for experts user manual”, Paris: Bureau 
Veritas. 

Conti, F., Le Sourne, H., Vassalos, D., Kujala, P., Lindroth, D., 
Kim, S.J., Hirdaris, S. 2021, “A comparative method for 
scaling SOLAS collision damage distributions based on ship 
crashworthiness – application to probabilistic damage 
stability analysis of a passenger ship”, Ships Offshore 
Struct., DOI: 10.1080/17445302.2021.1932023. 

Cools, R., Nuyens, D., 2014, “Monte Carlo and Quasi-Monte 
Carlo Methods”, Springer. 

Dvoretzky, A., Kiefer, J., Wolfowitz, J., 1956, “Asymptotic 
Minimax Character of the Sample Distribution Function and 
of the Classical Multinomial Estimator”, Ann Math. Statist., 
27(3), 642-669. 

Ehlers, S., Broekhuijsen, J., Alsos, H., Biehl, F., Tabri, K., 2008, 
“Simulating the collision response of ship side structures: a 
failure criteria benchmark study”,. International 
Shipbuilding Progress, 55(1/2), 127–144. 

EMSA EMCIP, 2021, https://portal.emsa.europa.eu/emcip-
public/#/dashboard.  

EMSA III, 2013-2015, “Study to Assess Acceptable and 
Practicable Risk Levels for Damage Stability of Passenger 
Ships”, EC. 

eSAFE, 2017-2019, “Damage Stability of Cruise Ships”, Joint 
Industry Project. Cruise Ship Safety Forum. 

FLARE, 2019-2022, “EU H2020—MG2.2 Flooding Accident 
Response”.  

GOALDS, 2009-2012, “Goal-based Damage Stability”, Project 
funded by the European 13th Commission, FP7- DG 
Research, Grant Agreement 233876. 

Graaf, B. V., Vredeveldt, J., Broekhuijsen, J., 2004, 
“Construction aspects for the Schelde Y-shape crashworthy 
hull structure”, In Proceedings of the Third International 
Conference on Collision and Grounding of Ships, (pp. 229-
233), Izu, Japan. 

HARDER, 1999-2003, “Harmonisation of Rules and Design 
Rationale”; EC Contact No. GDRB-CT-1998-00028, Final 
Technical Report; IMO Publishing: London, UK. 

IMO 2006, “Resolution MSC.216(82) - Amendments to the 
International Convention for the Safety Of Life At Sea 
1974”, as amended, 8 December. 



 

   

Proceedings of the 18th International Ship Stability Workshop, 12-14 September 2022, GdaŘsk, Poland 61 

IMO 2009, “SOLAS - International Convention for the Safety 
of Life at Sea”, London. 

IMO GISIS, 2021, 
https://webaccounts.imo.org/Common/weblogin.aspx?App
=GISISPublic&ReturnUrl=https%3a %2f%2fgisis. 
imo.org%2fPublic%2fMCI%2fDefault.aspx&error_messag
e=login_required . 

Kitamura, O., 1997, “Comparative study on collision resistance 
of side structure”, Marine Technology and SNAME News, 
34. 

Kitamura, O., 2001, “FEM approach to simulate of collision and 
grounding damage”, In Proceedings of the second 
international conference on collision and grounding of the 
ships. Copenhagen, Denmark. 

Klanac, A., 2011, “Design Methods for Safe Ship Structures”, 
Aalto, Finland: Aalto University. 

Klanac, A., Ehlers, S., Tabri, K., Rudan, S., Broekhuijsen, J., 
2005, “Qualitative design assessment of crashworthy 
structures”, Proceedings of the International Maritime 
Association of Mediterranean, (pp. 461-469). Lisbon, 
Portugal, 2005. 

Lehmann, E., Peschmann, J., 2002, “Energy absorption by the 
steel structure of ships in the event of collision”, Mar. 
Struct., 15, 429-441. 

Ludolphy, J., Boon, B., 2000, “Collision resistant side shell 
structures for ships”, In Proceedings of the International 
Maritime Design Conference. Kyongju, South Korea. 

Luhmann, H., 2009, “FLOODSTAND WP1: concept ship 
design B”. 

Lützen, M., 2001, “Ship Collision Damage. Ph.D. thesis. 
Department of Mechanical Engineering”, Maritime 
Engineering, Technical University of Denmark, Lyngby. 

Lützen, M., 2002, “Damage distributions”, HARDER 
Document 2-22-D-2001-01-4 (version:4, date: 2002-07-29). 

Mauro, F., Paterson, D., Michalec, R., Boulougouris, E.; 
Vassalos, D., 2021, “A damage sampling method to reduce 
A-index standard deviation in the probabilistic assessment 
of ship survivability using a non-zonal approach. In 
Proceedings of the First International Conference on the 
Stability and Safety of Ships and Ocean Vehicles (STAB&S 
2021). Glasgow, UK, 7-11 June 2021.  

McDermott, J. F., R. G. Kline, E. L., 1974, “Tanker structural 
analysis for minor collisions”, SNAME Transactions, Vol. 
82, 382-414. 

Minorsky, V., 1959, “An analysis of ship collision with reference 
to protection of nuclear power ships”, J. Ship Res., 208-214. 

Mujeeb-Ahmed, M.P., Ince, S.T., Paik, J.K., 2020, 

“Computational models for the structural crashworthiness 
analysis of a fixed-type offshore platform in collisions with 
an offshore supply vessel”, Thin-walled Struct., 154, 
106868. 

Mujeeb-Ahmed, M.P., Vassalos, D., Boulougouris, E., 2021a, 
“Development of collision and grounding accident database 
for large passenger ships”, In Proceedings of the First 
International Conference on the Stability and Safety of Ships 
and Ocean Vehicles (STAB&S 2021). Glasgow, UK, 7-11 
June 2021.  

Mujeeb-Ahmed, M.P., Vassalos, D., Boulougouris, E., 2021b, 
“Probabilistic damage distribution and risk modelling of 
collision and grounding accidents for large passenger ships”, 
In Proceedings of the First International Conference on the 
Stability and Safety of Ships and Ocean Vehicles (STAB&S 
2021). Glasgow, UK, 7-11 June 2021. 

Naar, H., Kujala, P., Simonsen, B., Ludolphy, H., 2002, 
“Comparison of the crashworthiness of various bottom and 
side structures”, Mar. Struct., 15, 443-460. 

Paik, J.K., 2007, “Practical techniques for finite element 
modeling to simulate structural crashworthiness in ship 
collisions and grounding”, Ships Offshore Struct., 2, 69-80. 

Paik, J.K., 2020, “Advanced Structural Safety Studies with 
Extreme Conditions and Accidents”. Springer. 

Papanikolaou, A., Eliopoulou, E.,2008, “On the development of 
the new harmonized damage stability regulations for dry 
cargo and passenger ships”. Reliab. Eng. Syst. Saf., 93(9), 
1305-1316. 

Papanikolaou, A., Spanos, D., Boulougouris, E., Eliopoulou, E., 
Alissafaki, A., 2004, “Investigation into the sinking of the 
Ro-Ro passenger ferry Express Samina”, Int. Shipbuild. 
Prog. 51, 95-120. 

Pawlowski, M., 2004, “Subdivision and Damaged stability of 
Ships”, Euro-MTEC book series, Gdansk, Poland. 

Pedersen, P. T., & Zhang, S., 2000, “Absorbed energy in ship 
collisions and grounding: Revising Minorsky's empirical 
method”, J. Ship Res., 140-154. 

SAFEDOR, 2005-2009, “Design, Operation and Regulation for 
Safety”, Integrated Project, FP6_2 Contract TIP4-CT-2005-
516278. 

Sea-web, 2021, https://ihsmarkit.com/products/sea-web-
maritime-reference.html, IHS Markit. 

Storheim, M., Amdahl, J., 2014, “Design of offshore structures 
against accidental ship collisions”, Mar. Struct., 37, 135-
172. 

Vassalos, D., Mujeeb-Ahmed, M.P., 2021, “Conception and 
Evolution of the Probabilistic Methods for Damage Stability 



 

   

Proceedings of the 18th International Ship Stability Workshop, 12-14 September 2022, GdaŘsk, Poland 62 

and Flooding Risk Assessment”, Journal of Marine Science 
and Engineering, 9(6), 667; 
https://doi.org/10.3390/jmse9060667. 

Vassalos, D., Paterson, D., 2021, “Towards Unsinkable Ships”, 
Ocean Engineering, 232, 109096. 

Wang, B., H. C. Yu, R. B., 2008, “Ship and ice collision 
modeling and strength evaluation of LNG ship structure”, 
ASME, In Proceedings of the 27th International Conference 
on Offshore Mechanics and Arctic Engineering. 

Wendel, K., 1960, “Die Wahrscheinlichkeit des Uberstehens von 
Verletzungen”, Schiffstechnik, 7, 47–61. 

Wendel, K., 1968, “Subdivision of ships”, In Proceedings of the 
1968 Diamond Jubilee International Meeting—75th 
Anniversary; paper No 12; SNAME: New York, NY, USA; 
p. 27. 

Wierzbicki, T.; Abramowicz, W., 1983, “On the crushing 
mechanics of thin-walled structures”, J. Appl. Mech., 727-
734. 

Wilson, P., 2018, “Basic Naval Architecture”, Springer. 

Woisin, G., 1979, “Design against collision”, In Proceedings of 
the International Symposium on Advances in Marine 
Technology, 309-336. 

Zaraphonitis, G., Bulian, G., Hamann, R., Eliopoulou, E., 
Cardinale, M., Luhman, H., 2017, “eSAFE-D2.2.1 - 
Description of methodology”, Joint Industry Project eSAFE, 
29 March (Rev.2). 

Zaraphonitis, G., Bulian, G., Lindroth, D., Hamann, R., 
Luhmann, H., Cardinale, M., Routi, A.L., Bertin, R., Harper, 
G., 2015, “Evaluation of risk from raking damages due to 
grounding”, Final report. DNVGL Report 2015-0168 Rev. 
2, Project EMSA/OP/10/2013. Technical Report. European 
Maritime Safety Agency. 

Zhang, S., 1999, “The mechanics of ship collision”, PhD Thesis, 
Department of Naval Architecture and Offshore 
Engineering, Technical University of Denmark. 

 

 

 
 



 

   

Proceedings of the 18th International Ship Stability Workshop, 12-14 September 2022, GdaŘsk, Poland 63 

Influence of life-cycle damage stability requirements on the 
ship internal arrangement 

Dracos Vassalos, Maritime Safety Research Centre (MSRC), NAOME, University of Strathclyde, 
d.vassalos@strath.ac.uk  

Donald Paterson, Maritime Safety Research Centre (MSRC), NAOME, University of Strathclyde, 
d.paterson@strath.ac.uk  

M.P. Mujeeb-Ahmed, Maritime Safety Research Centre (MSRC), NAOME, University of Strathclyde, 
mujeeb.mughadar-palliparambil@strath.ac.uk  

Apostolos Papanikolaou, National Technical University of Athens (NTUA), papa@deslab.ntua.gr  

ABSTRACT 

Historically speaking, the primary driving force behind internal ship layout (mainly subdivision) has come in 
the form of rules and regulations. In such instances, change has occurred slowly, often in a reactive manner in 
the wake of accidents. However, the nature of internal layout that is favourable for operation, is often in conflict 
with that for safety and hence objectives pertaining to each generally lie in antithesis. This is particularly true 
for passenger ships, for which the extent of the hotel/accommodation arrangements is substantial, considering 
onboard habitability.  For this reason, the rate of safety progression by introducing more stringent watertight 
subdivision requirements has often been slowed due to industry resistance on the grounds that their ability to 
operate a viable business would be impaired. This, in turn, is indicative of a greater problem relating to the 
efficiency and variety of existing design changes for flooding risk reduction and control. It would appear that 
there is an urgent need to start seeking alternative and more effective solutions, rather than continued sole 
reliance on conventional measures such as watertight subdivision. In order to achieve this aim, one must 
consider the vessel throughout its entire life cycle (design, operation, emergency response) and understand the 
essence of the trade-off between the regulatory and owner’s requirements within each stage. This would 
involve consideration of the constraints and conflicting requirements that each stage brings to the decision-
making process in relation to the optimal configuration of the internal ship space. Only then, can one hope to 
provide solutions capable of achieving this aim.  The paper presents a framework to address this imbalance 
with specific applications on design, operation, and emergency response on a large passenger ship. 
Keywords: Damage stability, evacuation, flooding risk, passenger ships, multi-level approach. 

 

1. INTRODUCTION 
The idea of configuring the internal volume of a 

ship into compartments in order to mitigate the 
effects of hull breach and flooding is by no means a 
recent one. In fact, the importance of doing so, 
intuitive as it is, was established some 38 centuries 
ago by the Babylonians and sanctioned within the 
Code of Hammurabi (Francescutto & Papanikolaou, 
2010). However, despite this early development, the 
question of flooding protection slept for many years 
until awoken once again in the 19th century, during 
which vessel designs were undergoing 
transformative changes. Firstly, moving from wood 
to iron construction and secondly, growing much 
larger in size and capacity. Concerning the latter, 

more people are now at risk than ever before and 
unfortunately, the development of flooding 
protection did not come fast enough. Instead, a 
number of major accidents and great loss of life 
drove development. Having said this, there have 
always been people of practice with great vision and 
intuition, who have paved the way to reconfigure the 
ship's internal space for safety in ways that we still 
struggle to master today. The design of the ‘Great 
Eastern’ is one such example of this and was a vessel 
that stretched the limits of Victorian technology. She 
was built at an unprecedented scale for her time, with 
a length of 207 m, displacement of 22,000 tons and 
a speed of 14 knots. During regular service, the 
vessel could accommodate 4,000 passengers, which 
could be further increased to 10,000 soldiers when 
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acting as a troop ship. Incorporated into the design 
were the very latest technological achievements in 
Naval Architecture and Marine Engineering 
including riveted iron construction, steam power, 
and propulsion in the form of paddle wheels and a 
stern screw propeller. Perhaps most remarkably, the 
Great Eastern had not only watertight subdivisions 
but also a ‘double hull’, which acted to improve 
crashworthiness and prevent minor damage 
penetrations leading to large-scale flooding. These 
are concepts only recently being adopted in modern 
passenger vessel design under the provisions of Safe 
Return to Port. 

However, what may appear obvious or 
ingenious, needs to be contrasted against other 
design requirements pertaining to performance, 
functionality, and cost. In fact, despite the many 
great advances described, the Great Eastern was 
never a commercial success and there is a lesson in 
that.  Internal layout impedes functionality (reduces 
ergonomy and space), performance (flow of people 
and goods) and comes at a cost (construction and 
maintenance).  Further still, structural strength and 
reliability as well as the basic need for structures to 
be crashworthy, add more constraints on top of those 
pertaining purely to safety, leading to a complex 
design optimisation problem.  Vectorisation (turning 
constraints into objectives – Design for X) has been 
a vehicle to facilitate design optimisation and, as 
such, design for safety and risk-based design. This, 
in turn, has facilitated rational decision-making in 
the design process, particularly concerning 
configuration of the internal ship space. 

In this respect, this paper will address the various 
requisite ingredients for life-cycle consideration of 
the internal ship layout, leading to a cost-effective 
configuration for damage stability 
protection/enhancement. This is achieved by 
considering ship design and operation (including 
emergencies) as well as pertinent design 
constraints/objectives in the form of rules, 
regulations, performance, functionality and cost. 
Too often, safety-minded practitioners in the 
maritime industry feel that compliance and evasion 
cover the whole safety spectrum. However, this 
paper will demonstrate that safety has been the 
largest single factor affecting the evolution of ship 
design and operation, with the configuration of the 
internal ship environment representing the most 

treaded avenue to enhancing maritime safety with 
respect to damage stability.  

2. RULES & REGULATIONS AS THE PRIME 
MOVER 
This section discusses how rules and regulations 

for damage stability protection (as Risk Control 
Options) have been developed and how these rules, 
as the key determining factors, have influenced 
internal ship configuration, namely subdivision at 
the design stage. It should be noted that the term 
configuration is meant to imply the evolutionary 
process involved as well as the concept of active 
intervention in reconfiguring the internal space of a 
ship. This, in turn, is linked inextricably with ship 
stability quantification and provision, particularly 
when the ship hull is damaged as a result of collision 
or grounding incidents. In 1939, Jaakko Rahola 
made propositions to use a function of GZ curve to 
express the ability of a ship to stay in functional 
equilibrium after flooding (Rahola, 1939). This is a 
development of particular significance, as it is one of 
the earliest examples of informed reconfiguration of 
the ship environment for flooding protection. The 
emphasis, however, was on global ship parameters 
rather than the details of the internal ship 
environment, which is highly influential in the case 
of large passenger ships. Regardless, his approach 
influenced subsequent regulatory developments for 
all ship types, an issue, which Rahola could not 
possibly have conceived of at the time. As advances 
in identifying “stability” parameters progressed, the 
legislation process for implementation of any such 
“technicalities” has surprisingly been slow, even 
though the need for some “legal” safety instrument 
was realised for many centuries. First attempts to 
introduce governmental intervention have been in 
place since ancient times, such as a ban on sailing in 
winter (15th September to 26th May) in Rome 
during the Roman Empire (27 BC – AD 476 / 1453), 
which remained in force in some places until as late 
as the 18th century.  Other examples include the first 
recorded regulations on load line during the Middle 
Ages in Venice in 1255 (cross marked on each ship), 
or the first system of survey inspections imposed by 
The Recesses of the Diet of the Hanseatic League of 
1412.  

However, it was not until the Industrial 
Revolution of the 19th century that the true face of 
risk encountered by shipping started to show, with 
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the introduction of steam-powered engines, steel 
hulls and the rapid escalation of sea trade to the 
dimensions of an “industry”. During the winter of 
1820 alone, more than two thousand ships were 
wrecked in the North Sea, causing the death of 
twenty thousand people in just a single year, with 
some 700-800 ships being lost annually in the UK on 
average. Such loss toll has prompted the main 
maritime nations of the time, France and the UK, to 
exercise their policy-making powers to introduce 
accident-preventive regulations, to great opposition 
from the industry. Of note are Colbert’s Naval 
Ordinance, instituted by a Royal Declaration of 17th 
August 1779 in France, which introduced again the 
office of huissier-visiteur, a surveyor. In addition, 
the Merchant Shipping Act of 1850 (reinforced by 
the Government in 1854 and amended by the Act of 
21 December 1906) in the United Kingdom, obliged 
the Board of Trade to monitor, regulate and control 
all aspects of safety and working conditions of 
seamen. The latter also saw the implementation of 
load line requirements, which were applied to all 
vessels, including foreign ships, which had to 
comply with Plimsoll’s freeboard requirements 
when visiting UK ports. 

However, the catalyst for significant change did 
not come until the sinking of the Titanic in 1912, 
after having struck an iceberg on her maiden 
transatlantic voyage to New York. In this single 
incident, 1,500 people lost their lives, leading to the 
adoption of the first International Convention for the 
Safety of Life at Sea (SOLAS) on January 21st, 
1914, gaining international recognition1. The 
SOLAS Convention has been subsequently revised 
and adopted four times since then, specifically in 
1929, 1948, 1960 and 1974, with the latter still in 
force today. This is supported by the provision of a 
flexible process of revisions through amendment 
procedures included in Article VIII.  It is worth 
noting that, although the provisions of SOLAS 1914 
prescribed requirements on margin line and the 

 
1 Remarkably, the sinking of RMS Titanic in 

1912 happened 50 years after a serious grounding of 
Great Eastern on the same voyage to New York. 
However, in view of Great Eastern’s double hull 
concept, , the outer hull damage of Titanic did not 
lead at that time to ship sinking (Papanikolaou, 
2014). As pointed out by Roy Brander, “the Great 
Eastern, like the Titanic, had fifteen transverse 
bulkheads. In Great Eastern, however, these went a 
full 30 inches above the water line and right up to the 

factor of subdivision in addressing the state of a 
damaged ship, the Convention did not even mention 
the concept of stability at all. Instead, all focus was 
on intuitive/empirical internal volume configuration 
(i.e., subdivision) as opposed to informed 
configuration by stability calculations. It was the 
third Convention of 1948, which finally referred to 
stability explicitly in Chapter II-B, Regulation 7, and 
subsequently, SOLAS 1960, which actually 
prescribed specific stability requirements. 
Unfortunately, only one parameter of stability after 
flooding was considered, with the regulations calling 
for a residual GM of 1 cm. Finally, SOLAS 1974, 
adopted Rahola’s proposals of using properties of 
the GZ curve as a measure of stability. In principle, 
Rahola’s approach has formed the basis for 
amendments of technical requirements on stability 
ever since (Womack, 2002), applied in various 
frameworks for adherence to the SOLAS ’74 goal 
“The subdivision of passenger ships into watertight 
compartments must be such that after an assumed 
damage to the ship's hull, the vessel will remain 
afloat and stable”.  Further still, Rahola’s use of GZ 
curve properties to guide subdivision and to quantify 
stability are at the core of even the most modern 
amendments to SOLAS 1974 criteria of ship stability 
in the damaged condition, (IMO, 2006), (Tuzcu, 
2003). This can easily escape attention, since the 
overall damage stability assessment framework, 
based on Kurt Wendel’s concepts of the probabilistic 
index of subdivision A, (Wendel, 1960), (Wendel, 
1968), is rather a complex mathematical construct, 
with the basic details not easily discernible. This 
framework is also a major step-change in the 
philosophy of stability standardisation or indeed 
internal ship space configuration. It was further 
elaborated in a series of EU-funded research projects 
(SAFER-EURORO, SAFEDOR, HARDER, 
ROROPROB) in the late 1990s/early 2000 and 
eventually led to the introduction of the harmonised 
damage stability regulations for dry cargo and 

top deck in the fore and aft. In the engine rooms, they 
were lower, but the engines were further protected 
by longitudinal bulkheads on either side. The middle 
deck was also watertight, further subdividing the 
compartments into some 50 in all.This was defence 
in depth against flooding” (source: lecture by Roy 
Brander, “The RMS Titanic and its Times: When 
Accountants Ruled the Waves”, 69th Shock & 
Vibration Symposium, Minneapolis, 1998) 
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passenger ships on the basis of the probabilistic 
concept of SOLAS 2009 (Papanikolaou, 2007). 

As indicated above, it seems that such implicit 
reliance on Rahola’s measures is a major obstacle to 
practical disclosure of the meaning of stability 
standards, as no common-sense interpretations are 
possible, regardless of the acclaimed rationality of 
the overall framework.  Rahola himself has stressed: 
“When beginning to study the stability arm curve 
material … in detail, one immediately observes that 
the quality of the curves varies very much. One can, 
therefore, not apply any systematic method of 
comparison but must be content with the endeavour 
to determine for certain stability factors such values 
as have been judged to be sufficient or not in 
investigations of accidents that have occurred”. This 
then leads one to ask, “what is sufficient?” and 
unfortunately today’s standards do not offer an 
explicit answer. The profession seems to be content 
with an implicit comparative criterion, whereby a 
Required Index R is put forward as an acceptance 
instrument (ultimately as “a” stability measure).  
However, this is offered without a clear explanation 
as to what is implied if the criterion is met or in what 
sense the goal of keeping the vessel upright and 
afloat is catered for. In essence, the question “what 
does A=R mean?”, had not been explicitly disclosed 
until the early 2000s. Here, the adoption of Design 
for Safety and the ensuing design methodology 
“Risk-Based Design” provided the means to design 
ships with a known safety level and, in the case of 
damage stability, known flooding risk, (Vassalos, 
2008), (Vassalos, 2012), thereby guiding the impact 
of internal ship layout from a life-cycle perspective.  
Notwithstanding this, the vast majority of damage 
stability regulatory developments have failed to deal 
with internal space layout in a direct manner. 
Instead, regulations tend to implicitly, but not 
explicitly, deal within internal configuration despite 
this being such an obvious, predominantly 
influencing feature, particularly for large passenger 
ships. A key reason for this stems from the fact that 
the original damage stability criteria, derived from 
model tests by Bird and Browne (Bird and Browne, 
1973), used global parameters to assess damage 
stability, as shown in Equation 1, and everybody 
subsequently followed their lead. Of course, 
damaged GM and freeboard, as Bird used, are 
influenced by internal configuration, but the nature 
of the formulation is such that it does not clearly 

provide much feedback to the designer in this 
direction. 
 

ί = 4.9 
Ὂ Ͻ Ὃὓ
ὄ

 (1) 

Where, FE = effective freeboard (m), GM = 
metacentric height (m) and B = beam (m). 

In a similar manner, Tuzcu and Tagg (Tuzcu and 
Tagg, 2002), in project HARDER, derived a 
survivability factor that formed the basis for the 
SOLAS 2009 damage stability probabilistic rules, 
linking sea state (Hscrit) to parameters of the residual 
stability curve, namely GZmax and Range, as given 
in Equation 2. 

Ὄί = 4
Ὃὤάὥὼ

0.12
Ͻ
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(2) 

Again, despite damaged GZmax and Range 
being heavily influenced by internal layout and 
truncated as regards unprotected openings, there is 
no direct feedback granted to the designer as regards 
internal layout and this is an important missing link. 
The first attempt to escape from this regulatory 
“trap” is evident in the work of (Vassalos, Turan, and 
Pawlowski, 1997) in their proposal of the Static 
Equivalent Method targeting the reconfiguration of 
the vehicle deck in RoPax ships, as shown in 
Equation 3. 

Ὄ𝐻𝐻 =
Ὤ

0.085
.
 (3) 

Here, both the Hscrit and h are taken as median 
values of the respective random quantities. The 
critical significant wave height can be then used in 
the s-factor formulation adopting the cumulative 
distribution of waves from IMO. In project 
HARDER (HARDER, 2003), the formulation was 
updated following a statistical relationship between 
dynamic water head (h), the freeboard (f), the critical 
heel angle and the mean significant survival wave 
height, see Figure 1. 
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Figure 1: Depiction of SEM parameters with water elevation 
in the vehicle deck at the Point of No Return (PNR) - case of 
RoPax (left), conventional method considering the 
floodwater volume as a total water on the vehicle deck inside 
an undamaged tank (right). (HARDER, 2003) 

This has signalled that there are alternative 
routes to considering s-factor formulations 
accounting for the layout of the internal ship space, 
even above the strength deck, a real novelty, which 
was taken further in Project GOALDS, see Equation 
4 (Cichowicz et al., 2016). 

Ὄ𝐻𝐻 =
Ὃὤ Ͻ Ὑ𝑅𝑅𝑅𝑅𝑅𝑅𝑅𝑅

Ὃὓ Ͻ Ὑ𝑅𝑅𝑅𝑅𝑅𝑅𝑅𝑅
ὠ  (4) 

Where, VR is a measure of the residual volume 
(scaled appropriately)  

The scene was set properly for this concept to be 
further considered in the project eSAFE where 
Atzampos has developed a new formulation for Hscrit 
with emphasis on scaling between different vessel 
sizes, (Atzampos, 2019). 
Ὄ𝐻𝐻
= 7

Ͻ
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Where,  
TRange = target value for Range, 30 degrees 
TGZmax = target value for GZmax, 0.3m 
ɚ = scaling factor, based on intact to damage 

volume ratio. 
However, despite achieving a better estimate of 

ship stability by considering in more detail the 
internal ship layout, the general formulation failed to 
account for the complex internal layout of cruise 
ships, which undoubtedly determines the evolution 
of flooding and the eventual outcome. This has 
ultimately led to a compromise being reached at 
IMO concerning damage stability standards. Key 
reasons for this relate to the industry having reached 
a conclusion that further measures to improve 
damage stability standards, primarily through further 
reconfiguration of the internal environment has 
reached saturation.  

3. LIFE-CYCLE CONSIDERATIONS OF 
INTERNAL SHIP LAYOUT - DESIGN 
PHASE 
Traditionally, regulations focus on built-in 

solutions, identified normally during the design 
phase. However, whilst active/interventional 
measures considered during operation or emergency 
response phases fuel debates on their risk reduction 
potential from the point of view of damage stability, 
these have never actually been measured or verified.  
In this respect, a framework that facilitates 
assignment of risk merit to every risk control 
measure is key to life-cycle risk management. A life-
cycle perspective facilitates a holistic approach to 
damage stability, encompassing risk control options 
for all three phases and accounting for each by using, 
for example, IMO cost-effectiveness criteria. This, 
however, assumes that the risk reduction potential of 
all such measures is known and, because this is 
lacking, this is where there is a big gap in this 
approach that needs to be overcome before such a 
process can be formalised and adopted. 

The Design Optimisation Problem (Subdivision) 
Ship design is inherently multi-disciplinary, and 

consequently any design modification is accepted or 
rejected based on its impact across a wide array of 
performance criteria, rather than dealing with any 
single performance quality in isolation, i.e., life-
cycle cost. The debate over sequential or parallel 
processes and design vectorisation no longer resides 
solely in the academic sphere and is instead very 
much a problem being faced and addressed by the 
industry (Vassalos-Papanikolaou, 2018). The 
SOLAS ‘90 approach for bulkhead spacing imposed 
limitations based on ship floodable length criteria 
under Regulation 6, which restricted the degree of 
flexibility afforded to the designer in optimising the 
vessel subdivision arrangement.  Even after the 
adoption of probabilistic rules in which the decision 
on the number of bulkheads is part of the overall 
goal-based approach, the internal layout still has the 
tendency to become overly cluttered and expensive, 
with diminishing returns being realised as the 
number of bulkheads increases. The EU-funded 
project (ROROPROB, 1999-2002) focussed exactly 
on this problem and provided valuable input to the 
industry in this respect.  Typically, cruise ships being 
were initially designed with some 25-30 bulkheads, 
which following optimisation of the subdivision 
arrangement was subsequently reduced to nearly 
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half this number. This resulted from the fact that it 
was demonstrated that the difference in the A-Index 
was negligible, whilst the cost of adding additional 
bulkheads and the subsequent requirement for 
additional systems (heeling tanks, pumps, etc.), was 
completely unjustified.  However, the push for 
continuously increasing damage stability standards 
for new buildings, and with attention spreading 
above the bulkhead deck (two additional decks), 
brought the need for additional subdivision above 
the bulkhead deck, this time with A60 bulkheads.  
More importantly, however, it brought competition 
through interference with ship functionality (for 
example with evacuation routes), so the problem 
became not only one of multi-disciplinary 
optimisation, but also multi-objective (Vassalos and 
Papanikolaou, 2018), (R. Puisa, 2012). 

In (Vassalos & Papanikolaou, 2018), the 
suggestion is made that such a problem is covered by 
a Risk-Based Ship Design framework, where 
optimisation is inherent to the concept and safety is 
one of the quantifiable objectives. In this respect, 
Life-Cycle Assessment of ship safety, performance 
and return on investment are inherently integrated.  
In (R. Pusia, 2012 and the elaboration of 
Papanikolaou et al., 2013 in project GOALDS, 
2009-2012), this approach, as a design and decision 
support tool, is proposed to be used both in the 
conceptual and preliminary design stage to quickly 
arrive at design alternatives that both satisfy 
requirements (owner and regulatory), thus affecting 
positively commercial performance. As ship design 
is inherently multi-disciplinary, a proposed design 
modification is accepted or rejected based on its 
multi-disciplinary performance rather than on a 
single performance metric such as life-cycle cost. To 
assess the performance of each such function 
(discipline) and thus the feasibility of the entire 
design, dedicated instruments and measures must be 
applied. Conventionally, these have been applied 
sequentially (Gale, 2013), as during the past neither 
computers nor software tools were powerful enough 
and there was an absence of relevant numerical 
techniques to facilitate parallel assessment. The need 
for a parallel assessment or design evaluation is 
essential for multi-disciplinary design, for it seeks to 
identify trade-offs between different performance 
measures. As such, parallel design evaluation 
dramatically reduces the number of iterations 

towards a ship design, whilst satisfying all 
constraints and providing the best performance 
achievable.  

Furthermore, as virtually any new build ship is a 
variation of some past design, any such design may 
serve as a prototype for future designs. This practice 
is common amongst all shipyards and design offices, 
where new designs are often an evolution from older 
designs. However, regardless of the amount of 
deviation from the baseline design, we still face the 
design customisation problem. The baseline design 
must be customised to new owner requirements and 
further modifications can be required within a 
limited timeframe, especially if such design changes 
occur later within the process or even after 
construction has commenced. Additionally, 
regulatory requirements (e.g., stability, fire safety) 
have to be fulfilled and these might already be 
different to those used for the baseline design, 
particularly as damage stability regulations 
constantly evolve, thus featuring so-called 
SOLAS’90, SOLAS 2009, SOLAS2020 and in the 
future SOLAS 20XX ships. It is also the case that 
satisfaction of various regulatory requirements, 
though essential, is not always a sufficient condition 
to maintain competitiveness. For example, there 
exist other marketing objectives such as low life-
cycle cost (i.e., capital, operational, maintenance, 
etc.) and high earning capacity that must also be 
addressed. To this end, the design customisation 
problem becomes a rather complex one and 
designers are faced with the challenge of producing 
a design solution that is not only feasible and safe, 
but also competitive. 

Structural Design Influences 
The internal space in a ship could vary from a 

single space like the launches of the river Meghna in 
Bangladesh (zero configuration of internal ship 
layout) to modern megaships with some 8,236 
spaces, 717 compartments, 1,160 openings (Oasis of 
the Seas, RCL).  Hydrodynamic performance 
dictates the ship shape whilst structural strength and 
reliability requirements dictate the ship frame 
(decks, girders, plating, bulkheads – longitudinal and 
transverse, outer shell); a good summary is provided 
in Table 1 (Misra, 2016). Table 2, (Klanac, 2011), 
adds to this by providing a direct connection 
between various accidents and the measures taken to 
affect internal ship layout.   
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Table 1: Strength and operational utility of various structural parts and components, (Misra, 2016) 

Item Function 

Strength deck, side shell and bottom plating Form a box girder resisting bending and other loads. 

Freeboard deck, side shell and bottom plating Function as a watertight envelop providing buoyancy. 

Bottom plating Withstands hydrostatic pressure. 
Forward bottom plating Withstands slamming; plating thickness is increased; intermediate 

frames are provided. 
Breast hooks and stringers are fitted.  
Minimum forward draught is recommended. 

Inner bottom, bottom plating DB floors and girders Act as a double-plated panel to distribute the secondary bending 
effects due to hydrostatics loads and cargo loads to main 
supporting boundaries such as bulkheads and side shell.  
Resist docking loads. 

Inner bottom Acts as tank boundary for bottom tanks and withstands local 
loading due to cargo.  
Contributes to longitudinal strength. 

Strength deck, upper deck Withstands cargo handling equipment loading and cargo loading in 
some case as that of the container ship. Withstands loading due to 
shipping of green seas. 

Remaining decks Mainly withstand cargo loading, depending on extent and distance 
from neutral axis; contribute to longitudinal bending strength. 

Side shell Withstands hydrostatic pressure, dynamic effects due to pitching 
heaving rolling and wave loads. 

Transverse bulkheads Act as internal stiffening diaphragms for the hull girder and resist 
in plane torsion. 
Do not contribute to longitudinal strength.  
Generate watertight longitudinal subdivisions. 

Longitudinal bulkheads, Bulkheads in General Contribute to longitudinal strength.  
From tank boundaries support decks and loads generating 
equipment such as king posts and add rigidity. Serve as watertight 
partitions. 

Stiffening of Plates   

     Corrugations on bulkheads Stiffen the bulkheads in place of vertical horizontal stiffeners. 

     Deck beams Stiffen the deck. 

     Deck girders Support the beams, deck transverses and transfer the load to pillars 
and bulkheads. 

     Transverse framing Stiffens the side shell; supports the longitudinal stiffening. 
Supported in turn, by the decks, stringers and the longitudinal 
girders. 

     Longitudinal framing Stiffens the shell, decks, tank top etc. Is supported by the deep 
transverses. 

     Side shell framing (general) The web size is an important factor as regards 
 a. Cargo stowage  
 b. Panelling and insulation  
 c. Running of wiring, vents, piping etc. 

Vertical plates in double bottom (side and centre girders) Stiffen the bottom panel as tank boundaries. 

 
 



 

   

Proceedings of the 18th International Ship Stability Workshop, 12-14 September 2022, GdaŘsk, Poland 70 

Table 2: Historical perspective on the improvements in the minimum requirements of safety, (Klanac, 2011) 

Incident Type of Accident Convention 
instated/updated Measures instigated 

Titanic 
(1912) 

Collision with iceberg and loss of 
1517 lives as a result of poor 
organisation of disembarkation 
and lack of lifeboats. 

SOLAS (1914) Watertight subdivision. 

Torrey 
Canyon 
(1967) 

Grounding and spillage of 
120,000t of crude. 

CLC (1969) 
MARPOL (1973) 

Compulsory liability for damage imposed 
on the owner/Segregated ballast tanks for 
all new tankers w/t 70,000+ DWT. 

Amoco 
Cadiz 
(1978) 

Grounding and spillage of 
250,000t with claims of $2bn. 
presented by the French 
government. 

MARPOL (1978) Segregated ballast tanks for all new 
tankers w/t 20,000+ DWT with protective 
arrangement. 

Herald of Free 
Enterprise  
(1987) 

Flooding and capsizing with the 
loss of 193 lives. 

ISM / SOLAS Ch. II-1 
(1990) 

Operational safety management, 
Watertight subdivision of garage decks. 

Exxon Valdez 
(1989) 

Grounding and spillage 
of 40,000t with damage 
of $3bn. 

OPA (1990)/ MARPOL 
(1992) 

All ships entering US waters to have 
double hulls/Double hull or risk-
equivalent alternative arrangement for all 
newly-built ships. 

Scandinavian Star 
(1990) 

Fire with the loss of 158 lives. SOLAS Ch.II-2 Requirements for fire zone subdivision.  

Bulk 
carrier 
lost in the 
early ’90s. 

Flooding and breaking. SOLAS Ch. XII (1997) Bulk carriers to have sufficient strength to 
undergo partial flooding of compartments. 

Estonia 
(1994) 

Flooding and capsizing with the 
loss of 852 lives. 

SOLAS Ch. II-1 (1995) Requirements for flooding tolerance, 
instigated in SOLAS (1990), to be applied 
to existing ships and also newly-built 
ships. 

Erika 
(1999) 

Breaking of hull and spillage of 
20,000t with some €840 mil. 
worth of damage. 

EU EMSA (2002) Accelerated phase-out of single-hull 
tankers 

Prestige 
(2002) 

Breaking of hull and spillage of 
approximately 60,000t of crude 
with total damage claimed of 
more than $2.5bn 

Resolution on places of 
refuge (2003) 

Ship in distress should be accepted to a 
harbor providing a controlled environment 

 

4. IMPACT OF OPERATION ON SHIP 
LAYOUT 
Ship operation is not only the longest phase in 

the ship life cycle but is the only phase that justifies 
(more often than not) return on investment. As such, 
configuring the internal ship layout for any reason 
that may impact upon this will meet strong 
opposition.  This is, of course, why safety comes into 
rules and regulations, which if not met the ship could 
not operate. Therefore, trying to raise the safety level 
beyond rules takes a great deal of time, effort and 
inculcation. This interaction between operation and 

safety objectives internal environment configuration 
and this, in turn, affects damage stability and safety. 
However, even if operation were restricted to the 
design envelop, it is during this phase where design 
assumptions and other limitations, leading to the 
residual risk, need to be managed. This means that 
the flooding risk needs to be monitored and 
controlled to ensure that risk remains tolerable 
throughout the life of the ship. Such control may be 
achieved by passive and active means, and this will 
be explored in this section.  
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Large passenger vessels, like most ships, are 
operated with the primary intention of making 
money, whilst at the same time aiming to do so in a 
safe manner. Unfortunately, when it comes to ship 
internal layout and architecture, what is good for 
safety is often bad for business. Hence, satisfying 
both objectives, becomes somewhat of a delicate 
balancing act and inevitably, conflicts manifest 
themselves in various forms within the internal 
arrangement. Passenger ships and particularly cruise 
vessels, generate money through two primary 
channels, namely ticket sales and on-board 
purchases. The former is linked closely, though not 
exclusively, to passenger capacity and the latter to 
the provision of on-board services and 
entertainment. In both instances, transformational 
changes have been taking place in internal ship 
layout and, over the recent past, economies of scale 
have driven developments towards increasingly 
large vessels at unprecedented rates, see Figure 2.  

 

 
Figure 2: Cruise Vessel Growth Trend 

A secondary effect of this growth has been the 
provision of a far greater platform from which the 
operator can offer increasingly diverse and elaborate 
forms of on-board entertainment, with it now being 
possible to “open up” the vessel more than ever 
before (Kulovaara, 2015). Modern cruise ships must 
cater for many cultures, demographics, and interests, 
all of which must be achieved on a mass scale. In so 
doing, they tend to offer a multifarious array of 
features including, but by no means limited to, 
restaurants, bars, casinos, spas, theatres and even ice 
rinks. Consequently, ship internal layout is primarily 
aimed at accommodating all these features within 
limited real estate. Furthermore, flowing, and 
uninterrupted spaces are often favoured in order to 
create an unconfined atmosphere, whilst also 
ensuring a continuous passenger flux along the ship 

(S McCartan, 2015). This is where the first notable 
conflict arises between internal layout for operation 
and that for safety. Most of these spaces are normally 
situated across the two decks located above the 
vessel bulkhead deck, which is favoured given that 
the boat deck would otherwise obstruct cabin views 
and balconies should accommodation be situated 
here. However, having these spaces located 
relatively low within the vessel superstructure also 
leaves them vulnerable to flooding and this is where 
problems arise. Large flowing spaces, while 
favourable from an operational and aesthetic 
perspective, can give rise to rapid floodwater 
accumulation and propagation. Firstly, when 
damaged, such spaces offer no reserve buoyancy, 
which is crucial during initial flooding. For this 
reason, damages with large vertical extents are 
particularly vulnerable to transient capsize, in fact, 
almost invariably transient losses involve at least one 
of these decks. Further still, should the vessel 
survive the transient flooding stage, in certain 
damage scenarios, these open spaces have the 
tendency to act much like a ro-ro space and fall prey 
to the effects of water on deck. This phenomenon 
occurs predominantly in high sea states, where 
wave-induced pumping effects may cause 
progressive flooding on the upper decks. Floodwater 
then rapidly spreads, giving rise to large free-
surfaces and often leading to vessel capsize. As such, 
the prevalence of open spaces within large passenger 
vessels presents somewhat of a design paradox, 
whereby the safer a vessel is, the more open spaces 
it can have. However, the more open spaces it has, 
the less safe it becomes. 

Such spaces also pose a risk regarding the 
propagation of fire but, in contrast to flooding, a 
great deal of progress has been made in this area 
through the alternative design and arrangements 
process.  In 1986, the cruise vessel “Sovereign of the 
Seas” was designed with an atrium extending over 
three decks within one fire zone, which was 
approved under equivalent arrangements according 
to SOLAS I/5. Later, in 1999, “Voyager of the Seas” 
pushed the boundaries further still, with an atrium 
spanning three fire zones, again approved using 
equivalency design. Such developments then 
ushered in SOLAS II.2/17 on “Alternative Design 
and Arrangements for Fire Safety” and the second-
generation Voyager-class vessels have atria 
spanning over four fire zones (Sames, 2009). In each 
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instance, novel means were adopted in order to 
mitigate fire risk, either in the form of advanced 
analysis techniques, technology or both. Perhaps 
there is a lesson to be learned here as regards 
flooding, where unfortunately no such regulatory 
system exists yet in order to facilitate the 
implementation of alternative designs concerning 
flooding specifically. Perhaps SOLAS Ch. II-1, 
Regulation 4 (Damage Stability /Equivalence) offers 
such a possibility but this, as far as it is known, has 
not yet been taken up. Consequently, there has been 
little innovation in this respect, despite great 
potential, and recognition of this has fuelled many 
developments to address this problem. In addition to 
the prevalence of open spaces, there is another key 
example in which internal layout for operation and 
safety lies in opposition. This relates not to spaces, 
but instead, the channels of communication between 
them. Effective vessel operation relies on the ability 
to transport people and goods throughout the vessel 
in an efficient manner. An example of this is 
provided in Figure 3, showing catering spaces and 
flows for a typical cruise ship. This is just one of 
many processes that require such movements 
throughout the vessel, but even in this isolated case, 
one can observe the widespread pathways that exist. 
Such pathways, though essential, impair safety by 
providing conduits through which progressive 
flooding may occur. These exists as corridors in the 
case of longitudinal flooding progression and in the 
form of service elevators and stairwells, where 
up/down flooding may occur. Unfortunately, to date, 
there is little that can be implemented in the 
protection of such openings without greatly 
impairing operability. 

 
Figure 3: Catering spaces and flows for a typical cruise ship, 
based on the diagram shown in (Vie, 2014) 

5. IMPACT OF EMERGENCY RESPONSE 
ON SHIP LAYOUT 
The internal environment of a vessel and its 

configuration are heavily influenced by emergency 
response considerations. Perhaps most notably, 
provisions relating to means of escape and 
evacuation have a significant bearing on the internal 
layout. SOLAS Ch. II-2, Reg.3, pertains to means of 
escape and governs the design and designation of 
doors, corridors, and stairwells. This is further 
supported by evacuation principles, which are 
concerned with emergency routing and the safe and 
timely transport of passengers and crew in an 
emergency (Champion, Ahola, & Kujala, 2015). In 
order to inform the internal configuration in this 
respect, evacuation analysis is often conducted in 
line with MSC.1/Circ.1033 (IMO, 2007).  Through 
doing so, optimal evacuation routes can be 
identified, along with their appropriate dimensions.  
This is a highly important characteristic of the 
internal layout, as evacuation routes, though 
undoubtedly an essential safety feature, can 
themselves exacerbate flooding by providing 
conduits for floodwater progression. These come 
predominantly in the form of corridors, escape 
trunks and stairwells that penetrate both horizontally 
and vertically through watertight structure. 
Furthermore, evacuation considerations can also 
impose on the operational functionality of the vessel, 
especially where there are multiple corridors within 
accommodation spaces, which remove the footprint 
available for cabin space. 

Emergency response considerations also affect 
the vessel internal configuration in accordance with 
SOLAS Chapter III, relating to lifesaving appliances 
and arrangements. Here, stipulations are made 
regarding the design and location of muster stations 
which, in accordance with Regulation 11, should be 
located as close as possible to embarkation spaces, 
whilst being readily accessible from accommodation 
and workspaces. Furthermore, each person assigned 
to a given muster station should have at least 0.35 m² 
area available to them and this is where large open 
spaces within cruise vessel designs have their 
advantage and are, as such, often used for this 
purpose. SOLAS Chapter III also mandates, in 
accordance with Reg.13, that lifeboats and survival 
craft should be located on both port and starboard 
sides of the vessel, positioned as close to the 
waterline and as far forward from the propellers as 
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practical. For this reason, most cruise vessels are 
configured with lifeboats situated two decks above 
the bulkhead deck, where the vertical travel required 
for deployment is minimal, whilst ensuring the 
lifeboats are clear from green water effects or indeed 
immersion in the damaged floating position. Another 
highly influential factor over the vessel internal 
arrangement is the requirements of Safe Return to 
Port (SRtP), as outlined within MSC. 216(82). The 
aim here is to provide a safe and habitable 
environment for both crew and passengers, while the 
damaged vessel returns to a safe harbour. This 
entails that certain vital systems remain functional 
post damage such as propulsion, portable water 
system, HVAC system, galley systems, lighting etc. 
Unfortunately, to date the degree of damage 
considered for flooding under SRtP is rather limited, 
with just one-compartment flooding scenarios 
considered, meaning that residual functionality is not 
assessed for a large percentage of probable damage 
scenarios. In any case, the effect of these 
requirements on internal layout comes in the form of 
compartment segregation in order to protect vital 
systems, or otherwise, systems are replicated in 
order to ensure availability. This can add a great deal 
of complexity to the vessel internal arrangement and 
in some cases can introduce asymmetries within the 
flooding process, where the longitudinal subdivision 
is employed. Further to the above, and much like the 
designation of muster stations, vessels are also 
allocated safe zones. These provide safe locations 
where passengers can gather in order to have access 
to the benefits of retaining such systems, including 
heating, food, sanitation, lighting, ventilation and so 
on. Again, for this purpose, larger public spaces are 
often utilised, such as restaurants and bars. 

Emergency response considerations also affect 
the vessel internal arrangement in the form of 
damage control. In accordance with SOLAS II-1, 
Reg.19, each vessel must have a damage control plan 
and manual onboard, containing the information 
specified within MSC/Circ. 919 and MSC.1/Circ. 
1245. This generally comprises a series of actions to 
be taken in the immediate wake of an accident in 
order to identify damage extents and subsequently 
minimise and localise the spread of floodwater. An 
example of the general damage control process is 
provided in Figure 4, with items relating specifically 
to space layout shown in green colour.  Here, the first 
of these items concerns the preservation of the vessel 

watertight envelope by closing all watertight doors 
and hatches, along with weathertight appliances. In 
addition, all valves on pipe runs passing through 
watertight structures are also to be closed. All such 
features exist within the vessel arrangement 
specifically to prevent the propagation of floodwater 
and essentially work to reduce the permeable volume 
available to a given damage breach. Following this 
stage, a more informed process of layout takes place 
in the form of actively redistributing mass within the 
vessel. This generally occurs in two ways, firstly by 
activating the bilge pumps within the damaged space 
to lessen floodwater accumulation and secondly 
through the process of counter ballasting, using 
ballast and heel/trimming tanks. The aim here is to 
improve the vessel floating position to either 
facilitate a more timely and orderly evacuation or 
indeed to enable the vessel to safely return to port. 
This comes, however, without due consideration of 
the dynamic behaviour of the ship and the effect that 
this might have on counter-ballasting and any other 
actions being considered by the simplistic approach 
that currently prevails. In this respect, Project 
FLARE (2019-2022) is paving the way to address 
this issue more effectively, using direct approaches 
and first-principles tools.  
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Figure 4: Damage Control Actions List 

6. CONCLUSIONS 
Based on the work presented in this paper, the 

following conclusions can be drawn: 
¶ Historically speaking, the primary driving force 

behind internal vessel layout has come in the 
form of rules and regulations pertaining to 
damage stability and to a lesser extent fire. In 
such instances, change has occurred slowly, often 
in a reactive manner in the wake of accidents. 

¶ Gradually, however, an increasingly proactive 
approach to the problem of damage stability is 
emerging with, for example, IMO instruments 
such as Safe Return to Port making significant 
strides in this direction.  

¶ The nature of internal layout that is favourable for 
operation is often in conflict with that for safety 
and hence objectives pertaining to each generally 
lie in antithesis. For this reason, the rate of safety 
progression has often been slowed due to 
industry resistance on the grounds that their 
ability to operate a viable business would be 
impaired. This, in turn, is indicative of a greater 
problem relating to the efficiency and variety of 
existing options for flooding risk prevention and 
control. It would appear that there is an urgent 

need to start seeking alternative and more 
effective solutions, rather than continued sole 
reliance on conventional measures such as 
watertight subdivision. 

¶ Further exacerbating this problem is the tendency 
towards building progressively larger passenger 
ships, which places an ever-growing number of 
people at risk.  

¶ In order to achieve this aim, one must consider 
the vessel throughout its entire life cycle (design, 
operation, emergency response) and understand 
the requirements within each stage. This would 
involve consideration of the constraints and 
conflicting requirements that each stage brings to 
the decision-making process in relation to the 
optimal configuration of the internal ship space.  
Only then, can one hope to provide solutions 
capable of achieving this aim.  
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ABSTRACT 

Ships are designed based on three basic objectives pertaining to ship performance, functionally and safety, all 
dictated by external shape, internal layout, deadweight, payload, permeable volume, and their distributions. 
All, except for one, are calculated to extremely small tolerances and are subjected to rules and regulations that 
have been evolving for thousands of years. The exception is “permeable volume”, (the internal free space in 
the ship hull and superstructure available for flooding), which is of the same magnitude as weight and 
buoyancy. Over the years, some generalised approximations have been adopted for principal ship spaces 
without differentiating between ship types, leading to gross approximations when calculating ship damage 
stability. In the latter case, the amount and distribution of residual permeable volume (together with buoyancy 
and weight), dictate whether a ship may sink because of inadequate buoyancy or capsize due to loss of stability.  
Yet, whilst all pertinent parameters are calculated to extreme accuracy, permeable volume and its distribution 
is calculated with naïve approximation. To demonstrate the impact of such approximations several passenger 
ships are considered in the paper, covering the whole range of ships in operation, and a sensitivity analysis is 
undertaking addressing the main ship spaces and their contribution to permeable volume, offering unique 
insight on the key influence of permeability on ship damage stability. Building on this, the impact of 
permeability as a key design option to affect life-cycle stability management is elaborated and demonstrated, 
leading to conclusions and recommendations. 
Keywords: Permeability in ship design, key influencing factors, damage stability, life-cycle stability management, safety. 

 

1. INTRODUCTION 
In the Naval Architecture lexicon, permeability 

(ɛ) is regarded as the fraction of the floodable 
volume of a room to that of its overall volume or put 
simply, the percentage of the free space of a room. A 
simplified equation to represent permeability at ship 
level is depicted in Equation 1. 

ʈ =
ὊὰέέὨὥὦὰὩ ὺ𝑣𝑣𝑣𝑣όά𝑣𝑣
Ὕ𝑇𝑇ὸ𝑇𝑇𝑇𝑇 ὺ𝑣𝑣𝑣𝑣όά𝑣𝑣

=
ὠ
ὠ

 (1) 

In this respect, the assumptions within the 
probabilistic framework concerning the adopted 
values for permeability as outlined within SOLAS 

2009, lack due consideration concerning the impact 
of this primary ship property on ship stability and 
safety. Considering that ship weight and buoyancy 
are calculated with accuracy reflected in decimals, 
permeability is defined in terms of gross 
percentages. The current damage stability 
framework for passenger ships, namely SOLAS 
(IMO, 2009) specifies values for three different 
compartment types, namely accommodation or 
voids, machinery and stores with designated values 
of 0.95, 0.85 and 0.60 respectively. These values 
account for the volume and manner in which various 
items are distributed within each different type of 
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space, accounting for the nature of the items 
themselves. The values are applicable to all 
passenger ships carrying more than 12 passengers on 
international voyages. However, considering the 
number, size and type of passenger ships 
encountered currently in operation, it is difficult to 
comprehend such generalisations. 

Understandably, the impact and consequences of 
permeability pertaining to damage stability is key. 
Notwithstanding this, there is scarce evidence to 
justify how the permeability values in use in SOLAS 
were established. More surprisingly, the current 
regulations imply that RoPax, dry cargo, tankers and 
cruise vessels are assessed using the same 
permeability values for the main four space types 
being considered despite the fact that these ship 
types are known to have very different properties 
when it comes to their internal arrangement, SOLAS 
and MARPOL (IMO, 2009; IMO, 2004), 
respectively. Large passenger ships are known to 
have very complex internal arrangements with over-
polished accommodation spaces and galleys, filled 
with furniture and appliances, whereas dry cargo 
ships have simplified accommodation spaces and 
overpacked machinery spaces. Historically, the 
values of permeability were introduced initially in 
1912 as part of the first Committee on Safety of 
Construction (CSC, 1913) and they have been 
widely used ever since. These are retrospectively 
applied over the past century and are paved through 
the treaty series of (UKG, 1929), (UKG, 1948), 
(UKG, 1960) and (IMCO, 1973) respectively 
leading to the current framework (IMO, 2009). The 
various established norms have no provisions for 
utilisation of actual data but instead support the 
utilisation of the first adopted arbitrary values, in 
principle ignoring how ship technology, design and 
equipment have changed and advanced significantly 
over the years. Smaller boilers, compact cable, and 
pipe units reduced size of gearboxes and pumps, 
alternative fuel tanks, innovative electric propulsion 
units, scrubbers and modern packed furniture with 
smaller volumes are a few examples of the 
technological advances that have gained momentum 
over the years. Moreover, the industry is currently 
employing cutting-edge technology and it will be a 
relatively simple exercise to establish representative 
permeability values for the ship types being 
considered. However, any changes in SOLAS, 
especially those affecting established fundamental 

values and principles, as currently being adopted, 
will be a “tough nut to crack”, as they would need to 
go through recent practices on Novel Technology 
Qualification and Alternative Design and 
Arrangements approvals (DNV GL 2015), a very 
tedious and exhaustive route that instead of nurturing 
innovation as initially intended, they stifle progress, 
even when considering that simplest of changes, 
such as permeability in designated ship spaces, even 
when unshakable evidence is presented.  

Building on the above, this paper aims to 
demonstrate the importance of permeability on the 
damage of passenger ships by using pertinent sample 
ships. More specifically, damage stability 
calculations (A-Index) are conducted to provide 
indicative measures on the impact of permeability by 
addressing local and global ship perspectives. This 
is then used as the basis for addressing wider issues 
in ship design and operation, pertaining to life-cycle 
damage stability management. 

2. ASSUMPTIONS ON PERMEABILITY IN 
DAMAGE STABILITY ASSESSMENT 
In the early design stage, values of permeability 

are assigned in the form of room purposes, following 
completion of the design arrangements where such 
decisions are made. These, in turn, are connected to 
various assumptions that have a serious bearing on 
the manner in which permeability serves the 
reflected volumes and the way in which they are 
considered within the damage stability assessment 
process. To start with, one of the main properties 
concerns the level of uniformity and density of the 
volume in any room under consideration. Typically, 
a volume can have either homogeneous or 
heterogeneous properties (Kantzas et al., 2016). The 
former signifies that the components of a space have 
the same proportions throughout the space and these 
will follow the same pattern if segregated in any 
way. In this respect, the permeability of a room has 
one value, uniformly across the entire space without 
being subjected to any deviations. Whilst this is 
time-efficient in performing calculations, it is an 
inadequate way of representing the actual 
distribution of contents within such space. In this 
respect, whilst a change in the level of the water 
inside a flooded compartment will influence the 
value of permeability as the floodable volume 
changes but not the associated properties pertaining 
to the room and its components. However, these can 
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influence the way the water progresses to adjacent 
spaces through the leakage area and time (Ruponen, 
2017). In this respect, a number of studies (Illario, 
2014), (Vassalos et al., 2016), have demonstrated 
that considering homogeneous permeability in 
damage stability assessment could have a serious 
impact on the results. 

Moreover, a heterogeneous space entails that the 
comprising components are not uniformly 
distributed across the entire space, and this might 
lead to local regions with distinct properties. In this 
case, the volume of a space needs to be partitioned 
into a number of smaller cubicles, each with 
different permeability than the reference room. This 
means that the distribution of floodwater in a room 
will differ since the centre of gravity of the overall 
fluid mass will be different. Moreover, 
heterogeneous spaces could also affect damaged 
ship motions in that it can cause excessive heeling 
because of uneven floodwater distribution, leading 
to large angles of heel and roll motion, especially 
when the space in question is above the subdivision 
deck. Related literature, (Santos and Soares, 2009), 
demonstrates the applicability of a space 
permeability partitioning in a machinery space. 

Another important element in this direction is the 
classification of items and their respective 
permeability. However, this is entirely dependent on 
the modelling detail of the rooms under 
consideration. Usually, the designs are kept to a 
simplistic degree of detail in addressing damage 
stability assessment. Different properties such as 
friction, resistance, and geometric coefficients for 
different materials in each space will have bearing 
on the way the properties of the overall room 
permeability changes with time, which in turn, will 
affect sloshing, compressibility and free surface 
effects. In the current instruments of damage 
stability assessment, the designer has the capacity of 
selecting across a range of designated purposes fit 
for specific rooms in the arrangement that are 
associated with various permeability values 
accordingly. In turn, these fall under one of the 
primary permeability groups indicated earlier. One 
example relates to the store spaces where hospital, 
laundry, machinery, luggage, and kitchen supply 
stores are under the same primary permeability 
group and assigned a value of 0.60. One could 
understand that even though the spaces relate to 
stores, they enclose various materials with different 

properties and as a result, they do not capture the 
actual permeable volume in an effective manner. 

As demonstrated in Figure 1, six cruise ships 
have undergone a sensitivity analysis. The ships 
represent a reflective sample of the current fleet 
concerning size and capacity. Indicatively, the 
vessels vary from 60 to 320 metres in length and in 
total volume for the different categories of spaces 
from 850 m3 to 40,900 m3 for machinery, 1,000 m3 
to 65,000 m3 for accommodation and 300 m3 to 
13,000 m3 for store spaces, respectively. 

 
Figure 1: Permeable volume distribution for machinery, 
accommodation and store spaces for vessels used in the 
sensitivity analysis. 

The assumptions made during the design phase 
shape safety over the whole life cycle. This may be 
done incrementally, with simpler tools at the initial 
stages, then progressively introducing more 
advanced tools as design matures. In this paper, the 
impact of permeability is investigated though 
employing SOLAS static calculations for assessing 
the Attained Subdivision Index (A-Index). 

Parametric Investigation on principal permeability 
parameters 

In the study presented in this paper, static 
stability calculations are undertaken, pertaining to 
the A-Index with varying permeability across the 
three different permeability groups. This entails 
generating collision damage scenarios deriving from 
SOLAS-related accident statistics (IMO, 2009). The 
calculations are performed using NAPA software, 
which facilitates automatic alteration of 
permeability values and identifies and categorises 
rooms and compartments based on their intended 
purpose. In this, the calculations are restricted to the 
watertight envelope, which may include an 
additional deck above the subdivision deck. In this 
respect, accommodation and store spaces above this 
envelope are omitted. The graphs presented in 
Figure 2 on the following page, demonstrate the 
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results obtained for all the sample ships under 
consideration. Here, it is shown that the change in 
the total A-Index follows a linear trend across 

varying permeability in each case and the impact on 
each vessel is consistent, concerning their respective 
floodable volume. 

 
Figure 2: Impact of varying permeability for principal spaces on A-Index 

In the case of machinery, the two smaller ships 
(E and D) exhibit a lower A-Index, below 0.69, 
representing their relatively small machinery spaces 
with a volume of 425 to 2,000 m3 as opposed to the 
large ships with a volume higher than 15,000 m3 and 
an A-Index as high as 0.89. The accommodations 
present a steeper decremented tendency towards 
higher permeability, showing more sensitivity. This 
is due to the location of the accommodation spaces, 

as for example the large ship C relates to an 
accommodation volume of 20,500 m3 in comparison 
to the smaller ship D with a volume of 4,000 m3. 
Despite the dominant role of the total floodable 
volume in this sensitivity analysis, the location of the 
spaces is also significant. In the case of store spaces, 
the impact is reflective of the floodable volumes. 
The largest of the ships (A and C) attains an A-Index 
from 0.83 to 0.88 for volumes of 5,600 to 9,600 m3, 
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respectively, whilst the smallest ship (E) the A-Index 
reaches a low of 0.60. The sensitivity in the graphs 
is ascertained via the slope in the change of the total 
A-Index as a function of change in permeability, see 
Figure 3. The origin of the graph depicts the default 
value as stipulated by SOLAS.  

 
Figure 3: Change in the total A-Index versus change in 
permeability in machinery spaces 

In Figure 3, the smallest ship E exhibits the 
highest change across the sample ships in the case of 
machinery spaces with a slope of 0.30. This means 
that for 10% change in permeability there is 3% 
change in the A-Index, which in turn can be proven 
significant in the case of smaller ships. Generally, all 
the machinery spaces are located within the 
watertight envelope while the accommodation 
spaces are scattered. Saying this, the impact on A-
Index from machinery ranges between 1.5 and 4% 
but in the case of accommodation around 2 and 8% 
which, as expected, justifies the situation. 

 

Figure 4: Change in the total Attained Index versus the 
change in permeability in percentage for conduction of 
permeability variation in store spaces. The origin represents 
the default value of 0.60 as per SOLAS. 

 
Figure 5: Change in the total A-Index versus the change in 
permeability in percentage for conduction of permeability 
variation in accommodation spaces. The origin represents 
the default value of 0.95 as per SOLAS. 

Figure 4 demonstrates that the impact of the 
store spaces is small compared to accommodation 
spaces, Figure 5, and machinery spaces, Figure 3. 
More specifically, ship E demonstrates a 10% 
change in the A-Index with a 20% reduction in 
permeability. Ship A, on the other hand, incurs only 
a 5% change in the A-Index with a 25% reduction of 
the initial permeability. A noticeable trend that 
deviates from the other ships is observed in the case 
of ship D with varying permeability in the store 
spaces. The justification behind this lies in the 
asymmetrical location of the store spaces on the 
starboard side which leads to excessive heel when 
flooded. As expected, the available floodable 
volume is the main influential parameter impacting 
permeability.  

3. IMPACT OF PERMEABILITY ON LIFE-
CYCLE STABILITY MANAGEMENT 
In the absence of accurate predictions for ship 

stability deterioration over the life cycle of passenger 
ships, the need for a structured approach to 
addressing this problem is paramount. More 
specifically, allowing for arbitrary stability margins 
at the design stage to account for this effect, leads to 
either unrealistically large margins, which penalise 
the ship over the life cycle or worse to inadequate 
margins, which would severely affect ship operation 
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or lead to unsafe operation. This, in turn, would have 
a serious impact on business. Undoubtedly, 
designing a ship with compliant damage stability 
requirements, monitoring stability deterioration 
during, for example, annual surveys and “boosting 
up” GM as may be required would address all 
problems in a most-efficient way. This “boosting 
up” of GM relates to a recent technological 
innovation, as described next, which is built on 
careful consideration of the permeable volume 
onboard ships and its impact on ships stability. 

Adaptive Reconfigurable Safety Technology 
(AREST) Systems 

Recent technological developments deriving 
from five years of research and application at 
Strathclyde University, suggests the use of high 
expansion foam as a means of changing the 
permeable volume and its distribution within ships 
either during design or as an effective means for 
emergency response in flooding emergencies, hence 
for life-cycle stability management, (Patterson, 
2020). One of the options includes the deployment 
of high expansion foam in selected vulnerable spaces 
in the ship as a means of passive/active protection. 
The concept has been tested through several 
feasibility studies with industry, involving new 
designs and existing ships and is currently 

undergoing approvals by class and administration 
whilst the offering for industry applications involves 
partnerships with the multi-national foam 
manufacturer MINOVA and the Australian design 
office, Sea Transport Solutions. 

The Concept 
The passive flooding protection system involves 

the installation of permanent foam in void spaces 
(changing the permeability in such spaces) to 
provide additional reserve buoyancy when these 
spaces are damaged following a flooding incident, 
which, in turn, leads to increasing damage GM. Such 
installations act much like buoyancy tanks with 
impermeable volume to provide buoyancy within the 
immediate damaged area, Figure 6. Upon 
installation, the foam adheres to the vessel steel 
structure and acts as a protective/anti-corrosive 
coating, prohibiting build-up of moisture between 
foam and ship structure and offering effective 
insulation. The foam is resilient and will last, 
without degradation, for the vessel life span. 
Moreover, the same concept being used to address 
the design of newbuildings will enable attention to 
all existing ships, which are currently operating at 
inferior stability standards, a hiccup in maritime 
legislation known as the “Grandfather Clause”. 

 
 

 

 

Figure 6: Foam installation (permeability change) in void spaces in the wing compartments of a cruise ship 

4. CASE STUDY – LARGE CRUISE VESSEL 
(VASSALOS ET AL., 2021) 
This section provides an overview of the 

methodology adopted and supporting calculations in 
the assessment of the effectiveness of the proposed 
use of foam for filing void spaces (changing 
permeable volume) as a means of improving damage 

stability. For this purpose, a cruise vessel is 
subjected to probabilistic damage stability 
assessment in accordance with (IMO MSC.216(82), 
2006), (SOLAS, 2009). The improvement afforded 
by the fixed foam installations has been measured in 
terms of increased GM margins as opposed to other 
metrics such as æPLL or æA-Index. The reason for 
this is simply that, from an operator’s perspective, 
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